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— LED GU10 LAMPS RANGE

3.

QUALITY
ASSURANCE

P Description
— 4W SMD GU10 320LM Warm White
0y M‘ 4W SMD GU10 340LM Natural White
4W SMD GU10 380LM Cool White
* Lumen: 320LM WW / 340LM NW /380LM CW
* Power: 4W
: * 3Yr. Guarantee
E + Lamp Life: 30,000 Hrs.
s - Input Voltage: 230V AC
« Base Type: GU10
» Available In Cool / Warm / Natural White
Code Wattage Lumen Lamp Life Voltage Beam Angle
SAW-SMD-WW | 4w | 320LM | 30,000 Hrs | 230V AC 36°
SAW-SMD-NW | 4W | 340LM | 30,000 Hrs 230V AC 36°
SAW-SMD-CW | 4w | 380LM | 30,000 Hrs = 230V AC 36°
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— LED GU10 LAMPS RANGE

ASSURANCE

Description

— 6W SMD GU10 500LM Lamp Warm White
6W SMD GU10 520LM Lamp Natural White
6W SMD GU10 556LM Lamp Cool White

+ Lumen: 480LM WW / 520LM NW / 525LM CW
* Lamp Life: 30,000 Hrs.
* Power: 6W
« Input Voltage: 230V AC
LI + Base Type: GU10
* 3Yr. Guarantee
+ Available In Cool / Warm / Natural White

Code Wattage Lumen Lamp Life Voltage Beam Angle
S6W-SMD-WW | 6W | 500LM | 30,000 Hrs = 230V AC 36°
S6W-SMD-NW . 6W | 520LM | 30,000 Hrs 230V AC 36°
S6W-SMD-CW | 6W | 556LM | 30,000Hrs 230V AC 36°
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— LED GU10 LAMPS RANGE

3.

QUALITY
ASSURANCE

. _ = Description

0% 4
g 0“2015' 6W CREE COB GU10 440LM Lamp Warm White
6W CREE COB GU10 460LM Lamp Cool White

* Lumen: 440LM WW / 460LM CW
* Power: 6W

* 3 Yr. Guarantee

« Lamp Life: 30,000 Hrs.

« Input Voltage: 230V AC

« Base Type: GU10

« Available In Cool / Warm White

in

Code Wattage Lumen Lamp Life Voltage Beam Angle
S6WCOBGU10-WwW | 6W | 440LM | 30,000 Hrs = 230V AC 36°
S6WCOBGU10-CW | 6W | 460LM | 30,000 Hrs 230V AC 36°
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— DIMMABLE GU10 LAMPS

3.

QUALITY
ASSURANCE

Description

5W GU10 SMD 400LM Warm White
5W GU10 SMD 410LM Natural White
5W GU10 SMD 425LM Cool White

» Lumen: 400LM WW / 420LM NW / 425LM CW
* Power: 5W

* 3Yr. Guarantee

« Lamp Life: 30,000 Hrs.

* Input Voltage: 230V AC

* Base Type: GU10

« Compatible with SLED DIM Dimmers

« Available In Warm / Natural / Cool White

Code Wattage Lumen Lamp Life Voltage Beam Angle
S5WSMDDIM-WW | 5W | 400LM | 30,000 Hrs | 230V AC 36°
S5WSMDDIM-NW . 5W | 410LM | 30,000 Hrs 230V AC 36°
S5WSMDDIM-CW | 5W | 425LM | 30,000 Hrs =230V AC 36°
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— LED 12V LAMP RANGE

3.

QUALITY
ASSURANCE

Description

12V 5W COB LED 380LM
* Lumen: 380LM
* Power: 5W

= Lamp Life: 30,000 Hrs.

RS "’fﬂ - Input Voltage: 240V AC
: ; + Base Type: MR16
| | - Non Dimmable
* Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
S12VCOB5W-WW | 5W | 380LM | 30,000 Hrs | 240V AC 36°
S$12VCOB5W-CW | 5W | 380LM | 30,000 Hrs 240V AC 36°
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— LED DECORATIVE

QUALITY
ASSURANCE

Description

5.2W 470LM LED Candle

* Lumen: 470LM

* Power: 5.2W

* 3Yr. Guarantee

+ Lamp Life: 30,000 Hrs.

* Input Voltage: 230V AC

+ Base Type: C30 Lamp B22/E27/E14/B15D
+ Available in Warm White/Cool White

Len

Code Wattage Lumen Lamp Life Voltage Beam Angle
SCAND LED 5.2W B22-Ww |  5.2w 470LM 30,000 Hrs| 230V AC 270°
SCAND LED 5.2W B15D-WW | 5.2W 470LM 30,000 Hrs 230V AC 270°
SCAND LED 5.2W E27-WW 5.2W 470LM 30,000 Hrs| 230V AC 270°
SCAND LED 5.2W E14-WW 5.2W 470LM 30,000 Hrs 230V AC 270°
SCAND LED 5.2W B22-CW 5.2wW 470LM 30,000 Hrs| 230V AC 270°
SCAND LED 5.2W B15D-CW 5.2W 470LM | 30,000 Hrs 230V AC 20z
SCAND LED 5.2W E27-CW 5.2W 470LM | 30,000 Hrs| 230V AC 270°
SCAND LED 5.2W E14-CW 5.2wW 470LM 30,000 Hrs 230V AC 270°
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— LED DECORATIVE

-
S

QUALITY
ASSURANCE

Description
5.2W 470LM LED Golf Ball

* Lumen: 470LM

* Power: 5.2W

* 3Yr. Guarantee

= Lamp Life: 30,000 Hrs.

= Input Voltage: 230V AC

» Base Type: G45 Lamp B22/E27/E14/B15D
= Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SGOLF LED 5.2W B22-WW | 5.2W 470LM 30,000 Hrs \ 230V AC 270°
SGOLF LED 5.2W B15D-WW 5.2wW 470LM 30,000 Hrs =~ 230V AC 270°
SGOLF LED 5.2wW E27-WW 5.2w 470LM 30,000 Hrs \ 230V AC 270°
SGOLF LED 5.2W E14-WW 5.2wW 470LM 30,000 Hrs \ 230V AC 270°
SGOLF LED 5.2W B22-CW 5.2wW 470LM | 30,000 Hrs 230V AC 270°
SGOLF LED 5.2W B15D-CW 5.2wW 470LM 30,000 Hrs = 230V AC 270°
SGOLF LED 5.2W E27-CW 5.2W 470LM 30,000 Hrs \ 230V AC 270°
SGOLF LED 5.2W E14-CW 5.2wW 470LM | 30,000 Hrs | 230V AC 270°
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— LED DECORATIVE

QuALITY
ASSURANCE

Description
6W 500LM A60 GLS Lamp
» Lumen: 480LM WW / 500LM CW

* Power: 6W
* Lamp Life: 30,000 Hrs.

; ; * Input Voltage: 240V AC
: + Base Type: B22 / E27
- * 3Yr. Guarantee

+ Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
S6W-GLS-B22-WW | 6W | 480LM | 30,000 Hrs = 240V AC 300°
S6W-GLS-E27-WW | 6W | 480LM | 30,000 Hrs 240V AC 300°
S6W-GLS-B22-CW | 6W | 500LM | 30,000 Hrs 240V AC 300°
S6W-GLS-E27-CW . 6W | 500LM | 30,000 Hrs 240V AC 300°
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— LED DECORATIVE

3.

QUALITY
ASSURANCE

Description

10W BC 806LM GLS LED
« Lumen: 806LM
« Power: 10W
+ Lamp Life: 30,000 Hrs.
« Input Voltage: 230V AC

B + Base Type: A60 B22 / E27
: « 3 Yr. Guarantee

~ « Available In Cool / Warm White
Code Wattage Lumen Lamp Life Voltage Beam Angle
SGLS LED B22-WW . 10W | 806LM | 30,000 Hrs = 230V AC 300°
SGLS LED E27-WW | 10W | 806LM 30,000 Hrs | 230V AC 300°
SGLS LED B22-CW | 10W | 806LM | 30,000 Hrs 230V AC 300°
SGLS LED E27-CW . 10W | 806LM | 30,000 Hrs 230V AC 300°
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— LED DECORATIVE

3.

QUALITY
ASSURANCE

Description

15W 1251LM GLS LED

* Lumen: 1251LM

« Power: 15W

= Lamp Life: 30,000 Hrs.
- Input Voltage: 230V AC

' + Base Type: A65 B22/ E27
+ 3Yr. Guarantee
\ = 60mm Diameter, 112mm Height

= Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SA70LED-B22-WW | 15w | 1521LM | 30,000 Hrs \ 230V AC 300°
SA70LED-E27-WW | 15W | 1521LM | 30,000 Hrs \ 230V AC 300°

SA70LED-B22-CW | 15w | 1521LM | 30,000 Hrs = 230V AC 300°
SA70LED-E27-CW 15W 1521LM | 30,000 Hrs = 230V AC 300°
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— LED DECORATIVE

3.

QUALITY
ASSURANCE

Description

19W 1900LM GLS Lamp

* Lumen: 1900LM

* Power: 19W

+ Lamp Life 30,000 Hrs.

* 3 Yr. Warranty

» Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SA7019WB22-WW | 19W | 1900LM | 30,000 Hrs = 230V AC 300°
SA7019WE27-WW . 19W | 1900LM | 30,000 Hrs 230V AC 300°
SA7019WB22-CW | 19W | 1900LM | 30,000 Hrs = 230V AC 300°
SA7019WE27-CW | 19W | 1900LM | 30,000 Hrs = 230V AC 300°
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— LED DIMMABLE DECORATIVE

QUALITY
ASSURANCE

Description
L Dimmable 5W Clear Candle 400LM
o 2700 430V B0~ » Lumen: 400LM
* Power: 5W

« Lamp Life: 30,000 Hrs.

* Input Voltage: 230V AC

+ Base Type: C30 Lamp B22/E27/E14/B15D
= + 3 Yr. Warranty
- « Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SD CAN-B22-WW -1 400LM | 30,000 Hrs = 230V AC 270°
SD CAN-B15-WW 5W 400LM | 30,000 Hrs 230V AC 270°
SD CAN-E27-WW 5W 400LM | 30,000 Hrs 230V AC 270°
SD CAN-E14-WW 5W 400LM | 30,000 Hrs 230V AC 270°
SD CAN-B22-CW 5W 400LM | 30,000 Hrs | 230V AC 270°
SD CAN-B15-CW 5W 400LM | 30,000 Hrs 230V AC 270°
SD CAN-E27-CW 5W 400LM | 30,000 Hrs = 230V AC 270°
SD CAN-E14-CW 5W 400LM | 30,000 Hrs =~ 230V AC 270°
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— LED DIMMABLE DECORATIVE

3.\1:»15

QUALITY
ASSURANCE

Description

10W Dimmable A60 LED 806LM

* Lumen: 806LM
» Power: 10W
+ Lamp Life: 30,000 Hrs.
- « Input Voltage: 230V AC
. * Base Type: A60 B22 E27
* 3 Yr. Warranty
» Suitable for Dimming with SGD LED Dimmers
» Available In Cool / Warm White

foki)

Code Wattage Lumen Lamp Life Voltage Beam Angle
SGLS-DIM-B22-WW | 10W | 806LM | 30,000 Hrs | 230V AC 300°
SGLS-DIM-E27-WW LW | 806LM | 30,000 Hrs 230V AC 300°
SGLS-DIM-B22-CW | 10W | 806LM | 30,000 Hrs 230V AC 300°
SGLS-DIM-E27-CW . 10W | 806LM | 30,000 Hrs 230V AC 300°
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— LED FULL FROSTED GLASS GLS

3.

QUALITY
ASSURANCE

Description
7W FULL FROSTED GLASS GLS

* Lumen: 806LM

* Power: 7W

* Non Dimmable

* Lamp Life: 20,000 Hrs.

* 3 Yr. Warranty

« Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFGLS-B22-WW | 7W | 806LM | 20,000 Hrs | 220V 320°
SFGLS-B22-CW . 7W | 806LM | 20,000 Hrs 220V 320°
SFGLS-E27-WW . 7W | 806LM | 20,000 Hrs 220V 320°
SFGLS-E27-CW . 7W | 806LM | 20,000 Hrs 220V 320°
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— LED FULL FROSTED GLASS GLS

3.

QUALITY
ASSURANCE

Description

11W FULL GLASS A70 GLS FILAMENT

* Lumen: 1521LM

* Power: 11W

* Non Dimmable

* Lamp Life: 20,000 Hrs.

* 3 Yr. Warranty

« Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SA70 11W FG B22-WW | MW | 1521LM | 20,000 Hrs | 220V 320°
SA70 11W FG B22-CW | 1MW | 1521LM 20,000 Hrs 220V 320°
SA70 11W FG E27-WW . MW | 1521LM | 20,000 Hrs =~ 220V 320°
SA70 11W FG E27-CW | 11W | 1521LM | 20,000 Hrs =~ 220V 320°
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— LED FULL FROSTED GLASS CANDLE

3.

QUALITY
ASSURANCE

Description
4W LED FULL GLASS CANDLE FROSTED

- Base B22, E27, B15, E14.
* Lumen: 380LM
* Power: 4W
» Dimmable
| + Lamp Life: 20,000 Hrs.
‘[‘ * 3 Yr. Warranty

‘ « Available In Cool / Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFG-DCAN-B15 WW | 4w 380LM 20,000 Hrs ‘ 220V 320°
SFG-DCAN-B15 CW | aw 380LM 20,000 Hrs 220V 320°
SFG-DCAN-B22 WW | 4w 380LM 20,000 Hrs 220V 320°
SFG-DCAN-B22 CW | 4w 380LM : 20,000 Hrs 220V 320°
SFG-DCAN-E14 WW 4w 380LM 20,000 Hrs 220V 320°
SFG-DCAN-E14 CW 4w 380LM 20,000 Hrs 220V 2208
SFG-DCAN-E27 WW 4w 380LM | 20,000 Hrs 220V 320°
SFG-DCAN-E27 CW | 4w 380LM | 20,000 Hrs 220V 320°
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— DIM GLS CLEAR

QUALITY
ASSURANCE

Description

7W CLEAR GLASS GLS FILAMENT LAMP

* Lumen: 806LM

* Power: 7W

» Dimmable

* Lamp Life: 20,000 Hrs.

* 3 Yr Warranty

« Available in Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SCF-DGLS-B22 | 7W | 806LM |20,000Hrs 220V 320°
SCF-DGLS-E27 . 7W | 806LM | 20,000Hrs = 220V 320°
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— DIM CANDLE CLEAR

3.

QUALITY
ASSURANCE

Description
4W FULL GLASS DIM CANDLE FILAMENT LAMP

» Base B22, E27, B15, E14.
R\ 70 » Lumen: 470LM
= * Power: 4W
» Dimmable
+ Lamp Life: 20,000 Hrs.
* 3 Yr. Warranty
+ Available in Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SCF-DCAN-B22 | 4w | 470LM | 20,000 Hrs | 220V 320°
SCF-DCAN-E27 | 4w | 470LM 20,000 Hrs 220V 320°
SCF-DCAN-B15 | 4W | 470LM | 20,000 Hrs = 220V 320°
SCF-DCAN-SES | 4W | 470LM | 20,000 Hrs 220V 320°
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— SOURCE VINTAGE FILAMENT

3.

QUALITY
ASSURANCE

Description

4W LED Filament Candle

* Power: 4W

» Dimmable

* Lamp Life: 20,000 Hrs.

* 3 Yr. Warranty

» Amber glass

» Available in Warm White

. / + Lumen: 360LM

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFL-DCAN-B22 | 4w | 360LM | 20,000 Hrs | 220V 320°
SFL-DCAN-E14 | 4w | 360LM | 20,000 Hrs 220V 320°
SFL-DCAN-E27 | 4W | 360LM | 20,000 Hrs =~ 220V 320°
SFL-DCAN-B15D | 4W | 360LM | 20,000 Hrs 220V 320°
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11/28/22, 1:00 PM Source Catalogue

— SOURCE VINTAGE FILAMENT

3.

QUALITY
ASSURANCE

Description
7W LED GLS Filament
* Lumen: 806LM

e 1[‘.5 o * Power: 7W

( » Dimmable

» Lamp Life 20,000 Hrs.

» 3 Yr. Warranty

» Amber glass

« Available in Warm White
Code Wattage Lumen Lamp Life Voltage Beam Angle
SFL-DGLS-B22 . 7W | 806LM | 20,000 Hrs = 220V 320°
SFL-DGLS-E27 | 7W | 806LM | 20,000 Hrs 220V 320°

@60 mm
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11/28/22, 1:00 PM

Source Catalogue

— SOURCE VINTAGE FILAMENT

QUALITY
ASSURANCE

e Description
% ‘v 7W LED Globe Filament Lamp

* Lumen: 720LM

* Power: 7W

» Dimmable

* Lamp Life: 20,000 Hrs.

* 3Yr. Warranty

* Amber glass

» Available in Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFL-DG95-E27 | 7w | 720LM | 20,000 Hrs \ 220V 320°
SFL-DG95-B22 | W | 720LM | 20,000 Hrs \ 220V 2702
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11/28/22, 1:00 PM Source Catalogue

— SOURCE VINTAGE FILAMENT

3.

QUALITY
ASSURANCE

i i Description
7W LED Teardrop Filament

* Lumen: 720LM

* Power: 7W

» Dimmable

+ Lamp Life 20,000 Hrs.

* 3 Yr. Warranty

= Amber glass

+ Available in Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFL-DST64-E27 | 7W | 720LM | 20,000 Hrs | 220V 320°
SFL-DST64-B22 . 7W | 720LM | 20,000 Hrs = 220V 320°
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11/28/22, 1:00 PM Source Catalogue

— SOURCE VINTAGE FILAMENT

3.

QUALITY
ASSURANCE

Description

LED Mini Decorative Filament

* Lumen: 315LM
* Power: 3.5W
/ » Dimmable
+ Lamp Life: 20,000 Hrs.
* 3 Yr. Warranty
= Amber glass
+ Available in Warm White

R

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFL-DT25-E14 | 35W 315LM | 20,000 Hrs | 220V 320°

@ 25 mm m
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11/28/22, 1:00 PM

— LED REFLECTOR LAMPS

TUVED oW W 440m 2700K 70V

‘.

Code

SR50 LED-WW
SR50 LED-CW

Source Catalogue

Description

3.

QUALITY
ASSURANCE

6W R50 LED Reflector E14 440LM

* Lumen: 440LM
* Power: 6W
* 3Yr. Warranty
+ Lamp Life: 30,000 Hrs.

* Input Voltage: 230V AC

* Base Type: E14 R50

* Not Suitable for Dimming
» Available in Warm White/Cool White

Wattage Lumen
LW | 440LM
. 6W | 440LM

COLOUR TEMP

™)

®1800 K

@7000 K

Lamp Life  Voltage

| 30,000 Hrs | 230V AC
| 30,000 Hrs 230V AC

Beam Angle

120°
120°
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Source Catalogue

— LED REFLECTOR LAMPS

ource Ao

Code

SR63 LED-WW
SRé63 LED-CW

Description

9W R63 LED Reflector E27 700LM

* Lumen: 700LM
« Power: 9W
* 3Yr. Warranty

« Lamp Life: 30,000 Hrs.
+ Input Voltage: 230V AC

* Base Type: E27 R63

+ Not Suitable for Dimming

3.

QUALITY
ASSURANCE

« Available in Warm White/Cool White

Wattage Lumen Voltage Beam Angle
9W | 700LM | 30,000 Hrs | 230V AC 120°
9W | 700LM | 30,000 Hrs 230V AC 120°

COLOUR TEMP
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Source Catalogue

— LED REFLECTOR LAMPS

source PO

Code

SR80 LED-WW
SR80 LED-CW

Description

12W R80 LED Reflector E27 950LM

* Lumen: 950LM
« Power: 12W
* 3 Yr. Warranty

= Lamp Life: 30,000 Hrs.
= Input Voltage: 230V AC

* Base Type: E27 R80

= Not Suitable for Dimming

3.

QUALITY
ASSURANCE

« Available in Warm White/Cool White

Wattage Lumen Voltage Beam Angle
12W | 950LM | 30,000 Hrs | 230V AC 120°
12W | 950LM | 30,000 Hrs 230V AC 120°

COLOUR TEMP

¢ 80 mm
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11/28/22, 1:00 PM Source Catalogue

— LED FILAMENT G9

3.

QUALITY
ASSURANCE

™ Description
|
LED G2 Filament

* Lumen: 200LM

? TJ * Power: 2W
7 « Lamp Life: 30,000 Hrs.
* Input Voltage: 240V AC
E * Base Type: G9
« Available in Warm White
Code Wattage Lumen Lamp Life Voltage Beam Angle
SGOFIL2W-WW | 2W | 200LM | 30,000 Hrs = 240V AC 360°

@16 mm
50 I | 20 0
| ® *
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11/28/22, 1:00 PM Source Catalogue

— LED LAMPS

2.

QUALITY
ASSURANCE

Description
r ] 3W G9 LED 230LM

* Lumen: 230LM

* Power: 3W

— * Lamp Life: 30,000 Hrs.

* Input Voltage: 240V AC
* Base Type: G9

» Available In Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SG93WLED-WW | 3W | 230LM | 30,000 Hrs = 240V AC 230°
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Source Catalogue

—LEDLAMPS — — — —7 77—

ASSURANCE

Description

1.5W G4 LED 100LM

* Lumen: 100LM
* Power: 1.5W
+ Lamp Life: 15,000 Hrs.
+ Input Voltage: 12V
‘ ' - Base Type: G4 1.5W LED
* 2 Yr. Guarantee
» Only available in Warm White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SG41.5W LED-WW | 15W | 100LM | 15000 Hrs | 12V 230°

@12 mm
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— LED LAMPS

Source Catalogue

Description

* Lumen: 430LM

* Power: 5W

» Beam Angle: 200°

* Voltage: 85-265V AC
» CCT: 6500K

* 2Yr. Guarantee

2.vnns

ASSURANCE

5W 430LM LED Halogen Replacement

Code Wattage Lumen Voltage Beam Angle
STH5W R7S 5W | 430LM | 30,000 Hrs | 85-265V AC |  200°
[ size | COLOUR TEMP | ___Boxary |
@ 24 mm
W INNER B0
78 W o
mm i 0UTER B
i B
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— LED LAMPS

Code
S19-9W-WW
S$19-9W-CW

Wattage
oW
oW

COLOUR TEMP

* A+ Energy
Lumen Lamp Life Voltage Beam Angle
610LM 30,000 Hrs | 230V AC 300°
680LM 30,000 Hrs = 230V AC 300°
BOX QTY
oX
oUTER B

Source Catalogue

3.

QUALITY
ASSURANCE

Description

9W 310MM 610LM LED Lamp Warm White
9W 310MM 680LM LED Lamp Cool White

* Lumen: 610LM WW / 680LM CW
* Power: 9W

* Lamp Type: LED S519

* Input Voltage: 230V AC

* Lamp Life: 30,000 Hrs.

* 3Yr. Guarantee

& [~
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11/28/22, 1:00 PM Source Catalogue

— LED LAMPS

3.

QUALITY
ASSURANCE

o

Description

6W 515 284mm 520LM

* Lumen: 520LM

g * Power: 6W
\{/ - Lamp Life: 30,000 Hrs.
+ Input Voltage: 240V AC
+ Base Type: S15
= Available in Warm White/Cool White
Code Wattage Lumen Lamp Life Voltage Beam Angle
S15-6W 284-WW | 6W | 520LM | 30,000 Hrs | 240V AC 300°
$15-6W 284-CW | 6W | 520LM | 30,000 Hrs 240V AC 300°

R o CoLOUR TEW? " eoxam
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— LED LAMPS

@

Code

S15-4W 221-WW
S15-4W 221-CW

Source Catalogue

3.

QUALITY
ASSURANCE

Description

4W 5§15 221mm 350LM

* Lumen: 350LM

* Power: 4W

+ Lamp Life: 30,000 Hrs.
« Input Voltage: 240V AC
* Base Type: S15

» Available in Warm White/Cool White

X ||

Non
Switching Cycle, Dimmable Compatible

Wattage Lumen Lamp Life Voltage Beam Angle
4w 350LM 30,000 Hrs | 240V AC 300°
4w 350LM 30,000 Hrs | 240V AC 300°
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Source Catalogue

— LED LAMPS

500Lm

QUALITY
ASSURANCE

Description

5W TWIN PEG 300mm 500LM Warm White
8W TWIN PEG 500mm 800LM Warm White

* Lumen: 500LM 5W / 800LM 8W
* Power: 5W 8W

« Lamp Life: 30,000 Hrs.

« Input Voltage: 240V AC
* Base Type: S14

Code Wattage Lumen Lamp Life Voltage Beam Angle
S14-5W-WW 5W 500LM 30,000 Hrs | 240V AC 300°
S14-8W-WW 8w 800LM 30,000 Hrs = 240V AC 300°
sizes14sw [  sizésiasw | cOLOURTEMP BOX QTY
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11/28/22, 1:00 PM Source Catalogue

— LED LAMPS

Description

IP54 15W 1200LM PAR 38 Lamp

* Lumen: 1200LM

* Power: 15W

= Lamp Life: 30,000 Hrs.

- Input Voltage: 240V AC

* Base Type: E27

= Available in Warm White/Cool White

—
-
—
-

Code Wattage Lumen LamplLife Voltage Beam Angle
SPAR 38 15W-WwW ‘ 15W 1200LM | 30,000 Hrs | 240V AC | 300°
SPAR 38 15W-CW \ 15W 1200LM | 30,000 Hrs | 240V AC | 300°
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11/28/22, 1:00 PM Source Catalogue

— LED LAMPS

3.

QUALITY
ASSURANCE

Description

12W 2U LED 1200LM B22

* Lumen: 1200LM
* Power: 12W
r + Lamp Life: 30,000 Hrs.
E « Input Voltage: 240V AC
3 + Base Type: B22
* Available in Warm White/Cool White

SOUTCR e

Code Wattage Lumen Lamp Life Voltage Beam Angle
SU12 B22-WW | 12W | 1200LM | 30,000 Hrs 240V AC 320°
SU12 B22-CW | 12W | 1200LM | 30,000 Hrs 240V AC 320°

| szE COLOUR TEMP BOX Q1Y
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—LEDLAMPS — — — — —

3.

QUALITY
ASSURANCE

Description

11W G24 960LM LED PL Lamp

* Lumen: 960LM

* Power: 11W

» Lamp Life: 30,000 Hrs.

* Input Voltage: 175-250V AC
 Base Type: G24

1
« Electronic Gears have to be Bypassed
= Compatible with switch start and mains 230/240V
= Available in Warm White
Code Wattage Lumen Lamp Life Voltage Beam Angle
S11 G24-WW 1MW 9460LM | 30,000 Hrs  175-250V AC| 110°
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11/28/22, 1:00 PM Source Catalogue

— LED IP44 PVC DOWNLIGHT

QUALITY
ASSURANCE

Description

‘ 7W 240V 590LM White Warm White/Cool White

ﬁ‘ 7W 240V 590LM Black Warm White/Cool White

* Lumen: 590LM

« Power: 7W

= Lamp Life: 30,000 Hrs.

* Input Voltage: 230 / 250V AC
» Beam Angle: 90°

+ Dia: 95mm Cutout: 67mm

* 3Yr. Warranty

* Not Suitable for Dimming

Code Wattage Lumen Lamp Life Voltage Beam Angle

SPVC 7W WH-WW | 7W | 590LM | 30,000 Hrs 230/250V AC 90°

SPVC 7W WH-CW . 7W | 590LM | 30,000 Hrs 230/250VAC ~ 90°

SPVC 7W BL-WW . 7W | 590LM | 30,000 Hrs 230/250V AC 90°

SPVC 7W BL-CW . 7W | 590LM | 30,000 Hrs 230/250V AC =~ 90°
7w
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— CCT DIMMABLE IP44 PVC DOWNLIGHT

Source Catalogue

590Lm 1000Lm Ml 1200Lm
m m

e

Description

CCT IP44 Dimmable PVC Downlight

+ CCT: 3000 (WW), 4000 (NW) & 6000 (CW)

» Power: 7,10,14W

* Lamp Life: 30,000 Hrs.

* Input Voltage: 220 / 240V AC

* 14W Dia: 145mm Cutout: 120mm Depth 65.8mm
« 10W Dia: 113mm Cutout: 90mm Depth: 58.6mm
« 7W Dia: 95mm Cutout: 67mm Depth: 57.5mm

* 3Yr. Warranty

« Dimmable

P44
Code Wattage Lumen Lamp Life Voltage Beam Angle
SPVC7W WH-DIM-CCT W | 590LM | 30,000 Hrs | 220/240V AC 90°
SPVC10W WH-DIM-CCT 10W | 1000LM . 30,000 Hrs \ 220/240V AC N0
SPVC10W BL-DIM-CCT 10W | 1000LM 30,000 Hrs \ 220/240V AC 90°
SPVC14W WH-DIM-CCT 14W | 1200LM | 30,000 Hrs | 220/240V AC 90°
14w
120 COLOUR TEMP BOX QTY
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Source Catalogue

— LED IP44 PVC DOWNLIGHT

S s
T CEA

Code

Description

17W 240V 1700LM White 4000K
20W 240V 2100LM White 4000K

* Lumen: 17W 1700LM / 20W 2100LM
» Power: 17W / 20W

+ Lamp Life: 30,000 Hrs.

« Input Voltage: 240V AC

» Beam Angle: 90°

* Natural White 4000K colour temp

* Not Suitable for Dimming

Lumen Lamp Life  Voltage Beam Angle
SPVC 17W-4000K NON DIMMABLE 1700LM 30,000 Hrs 240V AC 90°
SPVC 20W-4000K NON DIMMABLE 2100LM | 30,000 Hrs = 240V AC 90°
— ACCESSORIES
Code Description
SPVC TR-7W Matt Chrome Trim For 7W Downlight
SPVC TR-10W Matt Chrome Trim For 10W Downlight
SPVC TR-14W [ Matt Chrome Trim For 14W Downlight
SPVC TR-17W | Matt Chrome Trim For 17W Downlight
SPVC TR-20W | Matt Chrome Trim For 20W Downlight
20w
17w = COLOUR TEMP BOX QTY
145 3
w -4 o i ’ ‘
Vi NE — gR BOX
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AN\ 17" 00
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Code
SRC 45

Source Catalogue

ASSURANCE

Description

45W Rectangle 4000K 3850LM

* Lumen: 3850LM

« Input Voltage: 200V/240v

* Power: 45W

« L 235 x W145 x H117.4mm.
Cutout: L220 x W130mm

« Lamp Life: 30,000 Hrs.

* 120° Beam Angle

+ White Finish

* 4000k
Wattage Lumen Lamp Life Voltage
45W |3850LM | 30,000Hrs | 200/240V

COLOUR TEMP

Beam Angle
120°
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— 35W Round Adjustable Downlight

ASSURANCE

Description

35W Round 4000K 3400LM
* Lumen: 3550LM
« Input Voltage: 200V/240v
* Power: 35W
* Diameter 180 x 100mm Cutout: 160 - 170mm
) + Lamp Life: 50,000 Hrs.
« 60° Beam Angle
. » White Finish
‘ + 4000k

Code Wattage Lumen Lamp Life Voltage Beam Angle
SRD 35 | 35W | 3550LM | 30,000Hrs \ 200/240V | 60°
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Source Catalogue

— LED FIRE RATED DOWNLIGHT

ASSURANCE

Description

SFR 5.5W DIM IP65 Downlight & IP20

* Lumen: 500LM

« Input Voltage: 230V/240v

* Power: 5.5W

* Dia: 69mm Cutout: 57mm

* Lamp Life: 30,000 Hrs.

* 3Yr. Warranty

» Available in Warm White / Cool White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFR 5.5W-WH-WW | 55W | 500LM | 30,000 Hrs = 170/240V N/A
SFR 5.5W-WH-CW | 55W | 500LM | 30,000 Hrs  170/240V N/A
SFR 5.5W-MC-WW | 55W | 500LM | 30,000 Hrs  170/240V N/A
SFR 5.5W-MC-CW | 55W | 500LM | 30,000 Hrs  170/240V N/A
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— LED FIRE RATED DOWNLIGHT TILT

QUALITY
ASSURANCE

Description

SFR 5.5W DIM Tilt Downlight & IP20 Tilt

* Lumen: 500LM

« Input Voltage: 230V/240v

* Power: 5.5W

* Dia: 69mm Cutout: 57mm

* Lamp Life: 30,000 Hrs.

- 60°

» Complete with Quick Wire Connector

» Warm White or Cool White available (3000k -
6000k)

« Fire Rated BS Cert

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFR TL 5.5W-WH-WW | 5.5W | 500LM | 30,000 Hrs | 170/240V | N/A
SFR TL 5.5W-WH-CW | 55W | 500LM | 30,000 Hrs  170/240V | N/A
SFR TL 5.5W-MC-WW | 55W | 500LM | 30,000 Hrs  170/240V N/A
SFR TL 5.5W-MC-CW | 55W | 500LM | 30,000 Hrs 170/240V | N/A

69MM

——
] 55MM v
5

&

/1

7 57MM
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— LED FIRE RATED DOWNLIGHT ————————————

zoﬂ ﬁ
( | Description
3

8W 560LM COB IP65 DIM FR Downlight Cool White

+ Power: 8W 220-240V AC 50/60HZ

» IP65 Rated

+ Supplied with Easy Connector

* 3Yr. Guarantee

+ Compliant to 30/60/90 mins Fire Protection

« Dimmable with leading and trailing edge dimmers
+ Colour Temp: 6000K / Lumen Output 560LM

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFR8WCOBDL-CW | 8W | 560LM | 30,000 Hrs | 220/240V 40°
—ACCESSORIES— — — — — — 7—7 —7 7—7—
Code Description
o o SFR8WTR-WH _ White Trim For SFR8W
SFR8WTR-MC | Matt Chrome Trim For SFR8W
SFR8WTR-CH Chrome Trim For SFR8W

@ 85MM COLOUR TEMP BOX QTY

m P~
65MM BOX
ouTE;;

67-70MM 1800 K ®7000K
Liseczeai
O A [ © "90%|(-80 \
= || (B Erny|| 90%( Ry || (XD
1 0000 : ) 30000 S Energy Rendering
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mgfelect.com/latest-news/source-catalogue.html 48/157



11/28/22, 1:00 PM Source Catalogue

— LED FIRE RATED DOWNLIGHT

QUALITY
ASSURANCE

gl Description
- ' 6W CCT 500LM Fire Rated Downlight
* Lumen 500
» A Energy Rated

* Lamp Life: 30,000 Hrs.

* Lamp Type: 6W

+ |P65

« 240V

« Complete with 3 Trims Chrome,
Matt Chrome, White

Code Wattage Lumen Lamp Life Voltage Beam Angle
SFREWCCT 6W 500LM 30,000 Hrs \ 240V 38°

DIAMETER

/) 82MM _soxarv |
[ _oeptH |
= DEPTH _g—
100MM y A oure? BOX
S
E 64MM ®1800K @ 7000 K

O @ ’ 0) E B/ 90%
10000 el | | 30500 |z

Energy F{endermg |P65
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— LED CABINET RANGE

ASSURANCE

Y Description

1.5W LED 240V Cabinet Light Recessed
Surface White, Warm White/Cool White

-

1.5W LED 240V Cabinet Light Recessed
Surface Matt Chrome, Warm White/Cool White

* Lumen: 100LM

* Input Voltage: 170V/240V

* Power: 1.5W

* Dia: 69mm Cutout: 50mm

* Lamp Life: 30,000 Hrs.

» Warm White / Cool White available
» 3 Yr. Warranty

» White / Matt Chrome available

Code Wattage Lumen Lamp Life Voltage Beam Angle
SCB WH-WW | 1.5W | 100LM | 30,000 Hrs | 170/240V N/A
SCB WH-CW . 1.5W | 100LM | 30,000 Hrs  170/240V N/A
SCB MC-WW . 1.5W | 100LM | 30,000 Hrs = 170/240V N/A

1.5W 100LM | 30,000 Hrs ~ 170/240V N/A

SCB MC-CW

COLOUR TEMP BOX QTY

X
m) TER B0
' .

®1800 K @7000 K

Non , Energy Rendering
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— LED CABINET RANGE

3.

QUALITY
ASSURANCE

Description

1.5W LED 240V Cabinet Light Triangular
White, Warm White/Cool White

1.5W LED 240V Cabinet Light Triangular
Matt Chrome, Warm White/Cool White

* Lumen: 100LM

« Input Voltage: 170V / 240V

* Power: 1.5W

« Length: 121mm Depth: 50mm

« Lamp Life: 30,000 Hrs.

» Warm White / Cool White available
* 3Yr. Warranty

» White / Matt Chrome available

Code Wattage Lumen Lamp Life Voltage  Beam Angle

STC WH-WW | 1.5W | 100LM | 30,000 Hrs = 170/240V N/A
STC WH-CW | 1.5W | 100LM | 30,000 Hrs = 170/240V | N/A
STC MC-WW | 1.5W | 100LM | 30,000 Hrs  170/240V N/A
STC MC-CW . 1.5W | 100LM | 30,000 Hrs = 170/240V | N/A

COLOUR TEMP BOX QTY

oX
ﬂ TERB
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— PVC DOWNLIGHT RANGE

Code
GZPVE

TER
ouTS,

BoX

3.vam;

QUALITY
ASSURANCE

Description
GU10 PVC Downlight c/w trims

*» Trims Included
» White, Black & Brown

Description
GU10 PVC Downlight c/w trims

mgfelect.com/latest-news/source-catalogue.html
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— GU10 CONVERTER DOWNLIGHTS

3.

QUALITY
ASSURANCE

Description

GU10/LV Converter Downlight

Y White/Chrome/Matt Chrome

genu—. T, + Diameter: 150mm

=i « Will fit 70mm-140mm hole
* Supplied with GU10 and 12V Lamp holder
Code Description
EDLCON-WH | GU10/LV Converter Downlight White
EDLCON-CH | GU10/LV Converter Downlight Chrome
EDLCON-MC | GU10/LV Converter Downlight Matt Chrome

(/) 150MM | | | 70-140MM

&) (&) (@) (ce
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Code

COM655H-WH
COM65SH-BR
COM65SH-CH
COM65SH-MC

mgfelect.com/latest-news/source-catalogue.html

Description

GZ10 IP65 Shower Downlight
White/Chrome/Matt Chrome/Brass

Description

GZ10 IP65 Shower Downlight White

GZ10 IP65 Shower Downlight Brass

GZ10 IP65 Shower Downlight Chrome
GZ10 IP65 Shower Downlight Matt Chrome
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— 240V IP54 SHOWER LIGHTS ——— —

Source Catalogue

Ne

~ 7

Code

GZSH-WH
GZSH-BR

GZSH-CH
GZSH-MC

Description

240V GU10 IP54 Shower Downlight
White/Chrome/Matt Chrome/Brass

Description

240V GU10 IP54 Shower Downlight White
240V GU10 IP54 Shower Downlight Brass
240V GU10 IP54 Shower Downlight Chrome

240V GU10 IP54 Shower Downlight Matt Chrome

@ 95MM

-----

.....
-----

(ﬁ}:}?

©

P54
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— FIRE RATED DOWNLIGHTS ——— ——

Code

EFR-DL-WH
EFR-DL-CH
EFR-DL-MC

X
TER B
oVt

Description

GU10 Fire Rated Downlight
White/Chrome/Matt Chrome

« All fittings are die-cast material
* Twist-lock comes as standard

* 90 minutes fire rating

» Tested to BS476 regulations

+ Part 21, 22 & 23 compliant

* Part E (Acoustics) Part L & L1A

Description
GU10 Fire Rated Downlight White

GU10 Fire Rated Downlight Chrome
GU10 Fire Rated Downlight Matt Chrome

S ]
[ Joomm | | 75MMm

™\ "4

8| IEF 0
P20 . FIRE RATED 5,
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— FIRE RATED DOWNLIGHTS

Source Catalogue

Code

EFR-TL-WH
EFR-TL-CH
EFR-TL-MC

X
TER B
oVt

Description

Description

GU10 Fire Rated Tilt
White/Chrome/Matt Chrome

« Depth: 90mm

» Cutout: 75mm

« All fittings are die-cast material
» Twist-lock comes as standard

» 90 minutes fire rating

- Tested to BS476 regulations

« Part 21, 22 & 23 compliant

» Part E (Acoustics) Part L & L1A

GU10 Fire Rated Tilt White
GU10 Fire Rated Tilt Chrome
GU10 Fire Rated Tilt Matt Chrome

NN et
[ Joomm | |1 75MMm

©

P20

Ve
(ErP 0
compliant
- FIRERATED
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— IP65 FIRE RATED DOWNLIGHTS —

Description

GU10 IP65 Showerlight
White/Chrome/Matt Chrome

- All fittings are die-cast material
» Twist-lock comes as standard

* 90 minutes fire rating

» Tested to BS476 regulations

« Part 21, 22 & 23 compliant

» Part E (Acoustics) Part L & L1A

Code Description

EFR-SH-WH | GU10 IP65 Showerlight White
EFR-SH-CH | GU10 IP65 Showerlight Chrome
EFR-SH-MC | GU10 IP65 Showerlight Matt Chrome

0 yTER BOX

R

FIRE RATED
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Code

EDCGZDL-WH
EDCGZDL-CH
EDCGZDL-MC

Code

EDCGZTL-WH
EDCGZTL-CH
EDCGZTL-MC

“
\
\

-

Code

EGZDL-WH
EGZDL-BR
EGZDL-AB
EGZDL-MC

X
TER BO
0V 00

Description

Die cast GU10 Straight Downlight White
Die Cast GU10 Straight Downlight Chrome
Die Cast GU10 Straight Downlight Matt Chrome

Description
Die Cast GU10 Tilt White

Die Cast GU10 Tilt Chrome
Die Cast GU10 Matt Chrome

i

Description

GU10 Press Steel Downlight White
GU10 Press Steel Downlight Brass
GU10 Press Steel Downlight Antique Brass
GU10 Press Steel Downlight Matt Chrome
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— SPRING LOADED GZ1I0RANGE ——— —————————

Code

SLGZDL-WH
SLGZDL-BR
SLGZDL-CH
SLGZDL-MC
SLGZDL-AB

SLGZTL-WH
SLGZTL-BR
SLGZTL-CH
SLGZTL-MC
SLGZTL-AB

SLGZDL DIAMETER

Description

Spring Loaded GZ10 Downlight & Tilt
White/Chrome/Matt Chrome/Brass/Antique Brass

Description

Spring Loaded GZ10 Downlight White

Spring Loaded GZ10 Downlight Brass

Spring Loaded GZ10 Downlight Chrome
Spring Loaded GZ10 Downlight Matt Chrome
Spring Loaded GZ10 Downlight Antique Brass

Spring Loaded GZ10 Tilt White

Spring Loaded GZ10 Tilt Brass

Spring Loaded GZ10 Tilt Chrome
Spring Loaded GZ10 Tilt Matt Chrome
Spring Loaded GZ10 Tilt Antique Brass

SLGZTL DIAMETER

mgfelect.com/latest-news/source-catalogue.html
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— LED 2D PLATES

Source Catalogue

3.

QUALITY
ASSURANCE

ke ;
P
et B Description
Rt e e N g
v“‘..x ‘f.) d{) ‘)()‘) - ')\) @00‘)‘)@
Gy YRS tens%u 18W LED 4000K 2D Plate
o of 1 TS S S -
e s s 4 R oM.
IS el . LAt e o
M@ja:::::@ on@::f:jﬂje, « Lumen: 1410LM
dw:e:w:a“u“:“’:“’:{fo:a“ g « Power: 18W
at
“)o:ajg“’:°’:ﬂ:e:g/ « Lamp Life: 30,000 Hrs.
Lo
A g - Input Voltage: 85-240V AC
— « Base Type: 2D
* Colour Temp: 4000K
» Lamp Type: 2D 18W 3528-255 SMD
Code Wattage Lumen Lamp Life Voltage Beam Angle
S2DLED18W - PL | 18W | 1410LM | 30,000 Hrs | 85-240VAC =~ N/A

COLOUR TEMP BOX QTY

Y
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' e
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30000 e Energy Rendering
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— 2D LED RETRO FIT REPLACEMENT TRAY

3.

QUALITY
ASSURANCE

Description
S16TR-ST 16W 2D LED Retro Fit Replacement Tray
S16TR-SEN 16W 2D LED Retro fit tray with micro sensor

S16TR-EM 16W 2D LED Retro Fit tray c/w
Emergency backup

S16TR-EMSEN 16W 2D LED retro Fit tray ¢/w Micro
sensor and Emergency backup

* Colour Temp: 4000K
* Wattage: 16W LED
* Lumen Output: 1600LM

* Retro Fit
Code Wattage Lumen Lamp Life Voltage Beam Angle
S16TR-ST | 16W | 1600LM | 25000 Hrs | 240V N/A
S16TR-SEN . 16W | 1600LM | 25000 Hrs 240V N/A
S16TR-EM | 16W | 1600LM | 25,000 Hrs 240V N/A
S16TR-EMSEN | 16W | 1600LM | 25000 Hrs 240V N/A

COLOUR TEMP BOX QTY
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Om . a
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IP65 LED Corrosion Proof - 62

IP65 LED Clipless Corrosion Proof - 63
IP65 LED 110V Corrosion Proof - 64
LED Slimline Batten - 65

LED CCT Slimline Range - 66
Dimmable CCT Slimline Square Range - 67
IP44 7W LED Drum Bulkhead - 68
LED Bulkheads - 69

LED Sensor Bulkheads - 71

LED PIR Bulkheads - 73

LED Outdoor CCT Bulkheads - 74
15W CCT 1500LM LED Wall Pack - 75
50W LED Street Light - 77

100W LED Street Light - 78

LED Oval Bulkhead - 79

LED Outdoor Bulkheads - 80

LED Signlight - 81

Diecast LED Flood Lights - 82

LED Polycarbonate Flood Lights - 84
Outdoor Bulkheads - 86
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— IP65 LED CORROSION PROOF

seal

LIG84870

SUSTAINABLE
ENERGY AUTHORITY

ASSURANCE

Description

* Polycarbonate body and
* 110LM / W
« IP65 rating

and mounting brackets
 Hinged diffuser and tray

2420Lm [ 3850Lm M 5060Lm MM 6050Lm [ 7000Lm

diffuser

» Supplied with stainless steel clips

+ Multiple gland entry points

at both ends
* Impact rating IK08

1

* 3 Year Warranty

Code

S55WTWS5SFT
S55WTWS5FT-EM
S35WSINSFT

S22WTW2FT
SA6WTWAFT
S7OWTW6EFT

SS55WTWSFT-EM

Description

55W P65 6050LM 4000K 5FT Twin SS Clips -
55W P65 6050LM 4000K 5FT Twin SS Clips -
35W IP65 3850LM 4000K 5FT Twin SS Clips -

22W P65 2420LM 4000K 2FT Twin SS Clips -
46W P65 5060LM 4000K 4FT Twin SS Clips -
70W P65 7000LM 4000K 6FT Twin SS Clips -

* 3 hr maintained emergency back up

corrosion proof
corrosion proof

corrosion proof

corrosion proof
corrosion proof
corrosion proof

Y
- @
Ouﬁsgﬁ)é ouTER i?xg \|P65 J \Compattbte
.9 Ml"”z .6
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— IP65 LED CLIPLESS CORROSION PROOF

4320Lm

Description

S48WTWSFNC S48WNCEM

* Polycarbonate body and diffuser
+ 1051LM / W

« |P45 rating

« Clipless Diffuser

+ Pre wired with strip connectors

at both ends for easy looping
* Impact rating |IKO8
* 3 Year Warranty

Code Description
SABWTWSFNC 48W IP65 4320LM Twin 4000K Clipless
SA8WNCEM 48W IP65 4320LM 5FT 4000K EMERGENCY

Y V.\

(=
3 |P65 i \Compatib\aj e f g
OUTEH BOX
° (© ”C‘\ "90%)
ErP, i
30000 T ”\{ Energy Rendering @
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— P65 LED 110V CORROSION PROOF

4320Lm

Description

S48WTS5FT110V S48WNCEM110V

» Polycarbonate body and diffuser

+ 1051LM / W

« IP65 rating

= 110V Suitable for construction sites etc.

+ Supplied with stainless steel
mounting brackets
« Hinged diffuser and tray
* Multiple gland entry points at both ends
* Impact rating 1K08
= 3 Year Warranty

Code Description
S48WTSFT110V | 110V 48W |P65 4320LM 4000K Yellow Body
S4A8BWNCEM110V | 110V 48W IP65 4320LM FT 4000K EMERGENCY

Y V.“

(=
k- |P65 . \Compatib\y ok 2
QUTER B
° (© (C‘\ "90%)
ErP, s
30000 T ”\{ Energy Rendering @
N emime Jfiy P JNL Saving: N, Index A J
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— LED SLIMLINE BATTEN

1800Lm M 2700Lm i 3600Lm M 4500Lm

Description

IP20 Batten 20W 1800LM 4000K 600mm
IP20 Batten 30W 2700LM 4000K 200mm
IP20 Batten 40W 3600LM 4000K 1200mm
IP20 Batten 50W 4500LM 4000K 1500mm

+ Complete With Tmt Cable

Code Wattage Lumen Lamp Life Voltage Beam Angle
SBAT-20W 20W 1800LM | 30,000 Hrs 240V N/A
SBAT-30W 30W 2700LM | 30,000 Hrs 240V ‘ N/A
SBAT-40W 40W 3600LM | 30,000 Hrs 240V N/A
SBAT-50W 50W 4500LM | 30,000 Hrs 240V N/A

20W 600MM _
# goX

30W 900MM Oggfvﬁ. 20
“20

40w 30

40W 1200MM e

30 .40

o 20W

50W 1500MM ®1800 K ®7000 K
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— LED CCT SLIMLINERANGE ——— —— — ——————

1710 2780 |
3 s 1g19 =M apag =11
YEARS
GUALITY
ASSURANCE

Description

LED CCT Slimline Range

» Beam Angle 120°

- |IP Rating: IP54

« Lumen: 1080-1260, 1710-1910, 2760-3090
+ Colour Temp: 3000K, 4000K, 5700K

* Input: 220V-240V

* Depth: 40-48mm

+ Sensor detection Range 5-7mt

- Sensor Hold time 30 sec

Code Wattage Lumen Lamp Life Voltage Beam Angle
SLIM 12W CCT DIM 12w 1080-1260LM @ 30,000 Hrs = 240V (202
SLIM 18W CCT DIM 18W 1710-1910LM = 30,000 Hrs = 240V \ 208
SLIM 30W CCT DIM 30W 2760-3090LM = 30,000 Hrs = 240V ‘ 1202
SLIM 18W EM CCT 18W 1710-1910LM = 30,000 Hrs = 240V ‘ 120°
SLIM 18W EM SENS CCT 18W 1710-1910LM = 30,000 Hrs = 240V 120°
SLIM 18W SENS CCT 18W 1710-1910LM = 30,000 Hrs = 240V ‘ 1202
MATT CHROME TRIM 18W N/A N/A N/A N/A N/A

12W 250x48
P oX
18W 300x48 OUTEHju
oam 1;&' i
30W 400x52 S Ll
30
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— DIMMABLE CCT SLIMLINE SQUARE RANGE

2760
3300

Lm

Description

Dimmable CCT Slimline Square Range

» Beam Angle 120°

- |IP Rating: IP54

* Lumen: 1080 - 1260

+ Colour Temp: 3000K, 4000K, 5700K
* Input: 220V-240V

* Depth: 40-48mm

source

Code Wattage Lumen Lamp Life Voltage Beam Angle
SLIM SQ 12W CCT 12w 1200-1330LM ' 50,000 Hrs ‘ 240V (202
SLIM SQ 18W CCT 18W 1710-1910LM = 50,000 Hrs ‘ 240V | 208
SLIM SQ 30W CCT 30W 2760-3300LM | 50,000 Hrs ‘ 240V 1202

12W 250x250x50

; ﬁ oX
18W 300x300x40 OUTEHju
o 13\,"{,’.10
30W 400x400x51 o 18% 10
30

®1800 K @® 7000 K
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3 550Lm

— P44 7W LED DRUM BULKHEAD

Description
Compact Surface LED Bulkhead

» Material: Polycarbonate Body

- IP Rating: IP44
* Lumen: 550LM
+ Colour Temp: 4000K

* Instant Start
* Non Dimmable

* Input: 240V
Beam Angle

Wattage Lumen Lamp Life  Voltage
7W 550LM 30,000 Hrs 240V | N/A

Code
S7 CIR

poX
UTER
' R

I
CFE!I

@160 mm
A————
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— LED BULKHEADS

Code
SCIRLED BL/WH WW
SCIRLED BL/WH CW

Description
18W 1400LM CIRC LED WH/BL Bulkhead

Warm White/Cool White

* Lumen: 1400LM

* Power: 18W
+ Lamp Life: 30,000 Hrs.

« Input Voltage: 240V
» Warm White / Cool White available

* 3Yr. Warranty
« Dia: 211mm Depth: 55mm

+ |IP54 Rated
* Supplied with Black / White Trim
Wattage Lumen Lamp Life Voltage Beam Angle
18W 1400LM | 30,000 Hrs 240V N/A
1400LM | 30,000 Hrs 240V ‘ N/A

18W

X
TER B0
e

oum®

1800 K ®7000K
| & [ 2] e 5
Ol @ Il || & |,2,|IE 905 |2
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— LED BULKHEADS

Source Catalogue

Code

SOVLED BL/WH WwW
SOVLED BL/WH CW

Description

18W 1400LM Oval LED WH/BL Bulkhead

Warm White/Cool White

* Lumen: 1400LM

« Power: 18W

« Lamp Life: 30,000hrs
- Input Voltage: 240V

= Warm White / Cool White available

« 3 Yr. Warranty

« Length: 230mm Width: 105mm Height: 55mm

= |P54 Rated

+ Supplied with Black / White Trims

Wattage Lumen
18W 1400LM
18W 1400LM

COLOUR TEMP

Voltage Beam Angle
240V N/A
240V | N/A

BOX QTY
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— LED SENSOR BULKHEADS

3.

QUALITY
ASSURANCE

Description

18W 1400LM Oval LED Bulkhead With Micro
Sens Warm White /Cool White

* Lumen: 1400LM

* Power: 18W

+ Lamp Life: 30,000 Hrs.

« Input Voltage: 240V

« Warm White / Cool White available
= 3 Yr. Warranty

« Length: 211mm Depth: 55mm

+ P54 Rated

* Supplied with Black / White Trims
« Detection range: 1mt - 8mt

» Time Adjustment: 10 sec - 30 min
* Lumen intensity: 10-2000 LUX

Code Wattage Lumen Lamp Life Voltage Beam Angle

SOVSEN-BL/WH-WW 18W 1400LM | 30,000 Hrs
SOVSEN-BL/WH-CW

240V N/A

18W 1400LM 240V ‘ N/A

30,000 Hrs
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— LED SENSOR BULKHEADS

Description

18W 1400LM Circular LED Bulkhead With Micro
Sens Warm White/Cool White

* Lumen: 1400LM

* Power: 18W

+ Lamp Life: 30,000hrs

« Input Voltage: 240V

« Warm White / Cool White available
= 3 Yr. Warranty

+ Dia: 211mm Depth: 55mm

+ P54 Rated

* Supplied with Black / White Trims
« Detection range: 1mt - 8mt

» Time Adjustment: 10 sec - 30 min
* Lumen intensity: 10-2000 LUX

Code Wattage Lumen Lamp Life Voltage Beam Angle

SCIRSEN-BL/WH-WW 18W 1400LM | 30,000 Hrs 240V N/A
SCIRSEN-BL/WH-CW 18W 1400LM | 30,000 Hrs 240V ‘ N/A
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— LED PIR BULKHEADS

Description
20W LED 1400LM PIR IP65 Poly bulkhead

* Lumen: 1400LM
» Power: 20W
+ Lamp Life: 25,000hrs
* Input Voltage: 220/240V
» Colour Temp: 4000K
= 2 Yr. Warranty
- IP65 Rated
3 « Detection range: 10mt

« Time Adjustment: 10 sec - 10 min
+ Available in black or white

Code Wattage Lumen Lamp Life Voltage Beam Angle

SBHOV-BL-PIR 20W 1400LM | 25,000 Hrs | 220/240V NA
SBHOV-WH-PIR 20W 1400LM | 25,000 Hrs = 220/240V NA

 size | COLOUR TEMP BOX QTY
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— LED OUTDOOR CCT BULKHEADS

Description

30W 2200LM LED CCT Wall Pack 2700K/4000K/6500K
30W 2200LM LED CCT Wall Pack + Photocell
2700K/4000K/6500K

* Lumen: 2200LM

« A Energy Rated

+ Lamp Life: 30,000 Hrs.

* Lamp Type: 30W 60 SMD
= 3Yr. Warranty

= |P65 100V - 240V

. i
Code Wattage Lumen Lamp Life Voltage Beam Angle

BULKLED30W 30W 2200LM | 30,000 Hrs | 100/240V N/A
BULKLED30W+PC 30W 2200LM | 30,000 Hrs = 100/240V \ N/A
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— 15W CCT 1500LM LED WALL PACK

3.

QUALITY
ASSURANCE

Description

15W CCT 1500LM LED Wall pack
15W CCT 1500LM LED Wall pack + Photocell

* Lumen: 1500LM

+ A Energy Rated

« Lamp Life: 30,000 Hrs.

« Lamp Type: 15W 85 SMD

- IP65

- 100V-240V
Code Wattage Lumen Lamp Life Voltage Beam Angle
BULKLED 15W 15W 1500LM | 30,000 Hrs | 100/240V N/A
BULKLED 15W + PC 15W 1500LM | 30,000 Hrs = 100/240V \ N/A
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— 15W CCT 1500LM LED WALL PACK

Description

15W CCT 1500LM LED Wall pack
15W CCT 1500LM LED Wall pack + Photocell

* Lumen: 1500LM

+ A Energy Rated

« Lamp Life: 30,000 Hrs.

« Lamp Type: 15W 85 SMD

\ - IP65
A, y__ﬂ_ﬂ___a/( - 100V-240V

Code Wattage Lumen Lamp Life Voltage Beam Angle

BULKLED 15W WH 15W 1500LM | 30,000 Hrs | 100/240V N/A
BULKLED 15W + PC WH 15W 1500LM | 30,000 Hrs = 100/240V ‘ N/A
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— 50W LED STREET LIGHT
3.

QUALITY
ASSURANCE

Description

50W LED STREET LIGHT 5000LM 2000K
50W LED STREET LIGHT 5000LM 4000K

* Lumen: 5000LM

- Complete with Pec Head
+ Nema Socket

+ Closed Circuit Cap.

« Lamp Type: 50W

« 3Yr. Warranty

+ Wall Bracket

Code Wattage Lumen Lamp Life Voltage Beam Angle
STL-50W PC 2000K 50W 5000LM @ 50,000 Hrs | AC 110/265V | 120°x 60°
STL-50W PC 4000K 50W 5000LM = 50,000 Hrs = AC 110/265V | 120°x 60°
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Description

100W LED STREET LIGHT 10000LM 2000K
100W LED STREET LIGHT 10000LM 4000K

* Lumen: 10000LM

- Complete with Pec Head
= Nema Socket

= Closed Circuit Cap.

= Lamp Type: 100W

= 3 Yr. Warranty

- Wall Bracket

Code Wattage Lumen Lamp Life Voltage Beam Angle
STL-100W PC 2000K | 100W 10000LM | 50,000 Hrs | AC 110/265V | 120° x 60°
STL-100W PC 4000K | 100W 10000LM 50,000 Hrs | AC 110/265V | 120° x 60°
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— LED OVAL BULKHEAD

1400Lm

3 1180Lm
Serstgd [ 17V

Al
ASSURANCE

Description

13W 1180LM LED Oval Bulkhead Black
Warm White/Cool White

* Lumen: 1180LM

* Voltage: 230V / 240V

« Available in Cool White and Warm White
» Wattage: 13W

Code Wattage Lumen Lamp Life Voltage Beam Angle
E13WLED OVAL-BK-WW 13w 1180LM N/A 230/240V \ N/A
E13WLED OVAL-BK-CW 13W 1400LM N/A 230/240V ‘ N/A
E13WLED OVAL-WH-WW 13w 1180LM N/A 230/240V \ N/A
E13WLED OVAL-WH-CW 13w 1400LM N/A 230/240V ‘ N/A
Code Description

E26EYE-WH Eyelid Attachment For E13WLED White

E26EYE-BL Eyelid Attachment For E13WLED Black
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— LED OUTDOOR BULKHEADS

Description

8W P44 750LM LED Bulkhead White/Black

* Lumen: 750LM

* Power: 8W

* Input Voltage: 110-240V

» Dim: L212mm * W74mm * D7 3mm
+ 36 pcs SMD LED

- |P44

« Colour Temp: 6500K

Code Wattage Lumen Lamp Life Voltage Beam Angle

S8LEDBH-WH 8w 750LM 20,000 Hrs | 110/240V N/A
S8LEDBH-BL 8w 750LM 20,000 Hrs = 110/240V \ N/A

] il
E oX
- ﬁ yTER B
;1::1 ; | 0 12
\ 73 mm 4 :

””””””””””” ®1800 K ®7000K

| ot (A
10%%0 8 (= ® 20%0

Switching Cyde |P44 Compatible } \ Instant Start Life Time

“an|l >80
90%| "% |
Energy Rendering

Saving Index

mgfelect.com/latest-news/source-catalogue.html 82/157



11/28/22, 1:00 PM Source Catalogue

source
o

— LED SIGNLIGHT

3..

QUALITY
ASSURANCE

Description

20W 2000LM 4000K LED Sign Light

* Lumen: 2000LM

* Power: 20W

* Input Voltage: 230-240V
« 20mm threaded entry

- IP65

+ Supplied with 1mt cable

Code Wattage Lumen Lamp Life Voltage Beam Angle
SSL20W 20W 2000LM | 20,000 Hrs 230/240V} N/A
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— DIECAST LED FLOOD LIGHTS

e 800Lm §1600Lm § 2400Lm § 4000Lm § 7500Lm
ASSURANCE

Description

Die Cast LED Flood With Easy Mounting Bracket

* Lumen: 800LM, 1600LM, 2400LM, 4000LM, 7500LM
« Power: 10W, 20w, 30w, 50w, 100W

« Available in Black or White

« Colour: 4000K

* Pre wired with 1mt cable

= Quick fix bracket allowing fixing without
removing fixture

Code Wattage Lumen Lamp Life Voltage Beam Angle
SDCFL10W-BL/WH 10W 800LM 30,000 220/240V 120°
SDCFL20W-BL/WH 20W 1600LM 30,000 220/240V ‘ 120°
SDCFL30W-BL/WH 30w 2400LM 30,000 220/240V 120°
SDCFL50W-BL/WH 50W 4000LM 30,000 220/240V \ 120°
SDCFL100W-BL 100W 7500LM 30,000 220/240V 120°

10W 105x99x43MM
P o TER BOX
20W 142x102x55MM 0'1 ow.:g
30W 175 208 20
x125%55MM 3% 730
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— DIECAST LED FLOOD LIGHTS —

BOOLm 1600Lm 2400Lm 4000Lm
LY
ASSURANCE

Code

SDCFL10W-BL/WH PIR
SDCFL20W-BL/WH PIR
SDCFL50W-BL/WH PIR

10W 105x99x43MM

20W 142x102x55MM

50W 205x146x55MM

Wattage
10W

20w
50w

COLOUR TEMP

® 1800 K

CFEB !ww.w

Description
Diecast LED PIR floodlights

* Lumen: 800LM, 1600LM, 2400LM, 4000LM

» Power: 10W, 20W, 30W, 50W

- Available in Black or White

» Colour: 4000K

* Pre wired with Tmt cable

= Time: 10 sec (+/- 5 sec) to 10 min (+/- 2 min)
- Ambient light 2 LUX to 2000LUX

« Detection Range 6mt

Lumen Lamp Life Voltage Beam Angle
800LM 30,000 220/240V 120°
1600LM 30,000 220/240V \ 4202
4000LM 30,000 220/240V 120°
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— LED POLYCARBONATE FLOOD LIGHTS ————————————

1000Lm @ 2000Lm | 2800Lm
20w 0w
Description

* Lumen: 10W 1000LM, 20W 2000LM, 30W 2800LM
* Input Voltage: 220/240v

+ 4000K Colour temp

* Poly carbonate Body

» Supplied with Quick Fix Bracket

+ Lamp Life: 25,000 Hrs

= 2Yr. Warranty

+ |P44 Rated
Code Description
SPY10-BL Poly Carb Flood Light 10W 4000K |P44 Black
SPY10-WH Poly Carb Flood Light 10W 4000K P44 White
SPY20-BL Poly Carb Flood Light 20W 4000K P44 Black
SPY20-WH Poly Carb Flood Light 20W 4000K |P44 White
SPY30-BL Poly Carb Flood Light 30W 4000K |IP44 Black
SPY30-WH Poly Carb Flood Light 30W 4000K [P44 White

10W 202x130x54MM ﬁ
; BoX
20W 206x142x163MM 0UTE1F2‘

30W 245x170x70MM
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— LED POLYCARBONATE FLOOD LIGHTS ——————————

2 1000Lm | 2000Lm | 2800Lm
n"“.rr:.In. m w w
ASSURANCE

* Lumen: 10W 1000LM, 20W 2000LM, 30W 2800LM
* Input Voltage: 220/240v
= 4000K Colour temp
- Poly carbonate Body
- Supplied with Quick Fix Bracket

i . v - Lamp Life: 25,000 Hrs

) + 2 Yr. Warranty

> - IP44 Rated

» Detection Range 10mt

- Time Adjustment 10sec -10 mins

Description

Code Description

SPY10-PIR-BL Poly Carb PIR Flood light 10W 4000K |P44 Black
SPY10-PIR-WH Poly Carb PIR Flood Light 10W 4000K |P44 White
SPY20-PIR-BL Poly Carb PIR Flood light 20W 4000K IP44 Black
SPY20-PIR-WH Poly Carb PIR Flood light 20W 4000K IP44 White
SPY30-PIR-BL Poly Carb PIR Flood Light 30W 4000K |P44 Black
SPY30-PIR-WH Poly Carb PIR Flood Light 30W 4000K |P44 White

10W 202x130x54MM h
BoX
20W 206x142x163MM ) OUTE:;
30W 245x170x70MM 7 o
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d) O ) = -

*k
90* >80
=) || @ ra || (D
51\819;9)99 |P44 Compatible Instant Start 2?@99,0 g;sﬁ; FieI:l:j:r;ng

mgfelect.com/latest-news/source-catalogue.html 87/157



11/28/22, 1:00 PM

&
source ¢
ot

Source Catalogue

— OUTDOOR BULKHEADS —— — — — — — ——————

Description

100W BC Polycarbonate Bulkhead
Black/White

* Pre wired porcelain lamp holder

+ IP65 Waterproof

+ Can be mounted vertically/horizontally
with 100W lamp

Code
S100B-BL | 100W BC Polycarbonate Bulkhead Black
S100B-WH | 100W BC Polycarbonate Bulkhead White
X
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— OUTDOOR BULKHEADS —— — — — — — ——————

Description

100W BC Round PC Bulkhead
Black/White

* Pre wired porcelain lamp holder
+ IP44 Waterproof

Code Description
ER100BH-BL | 100W BC Round PC Bulkhead Black
ER100BH-WH | 100W BC Round PC Bulkhead White
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— OUTDOOR BULKHEADS —— — — — — — —

Description

1x26W Polycarbonate Bulkhead White/Black

« IP54 corrosion proof

« 26W PL G24D3 Lamp required

+ Dual mounting horizontally/vertically
* Lamp not supplied

Code Description
E260VAL-WH | 1x26W Polycarbonate Bulkhead White
E260VAL-BL | 1x26W Polycarbonate Bulkhead Black

Description
Eyelid Attachment for E26 0OVAL
White/Black
Code Description
E26EYE-WH | Eyelid Attachment for E260OVAL White
E26EYE-BL | Eyelid Attachment for E260VAL Black
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—PIRDETECTORS —M7F—— —

Description

270° Surface PIR White

» Power source: 220-240V A/C 50-60Hz

* Installation height: 2.5mt - 5mt
» Time delay: 10+ 5 seconds to 15+ 2 minutes
» Power consumption: <1W

-

« Detection distance: 270° radius

« Light control: 3 LUX - 1000 LUX

- Rated load: Max 2000W incandescent lamp
+ Max 1000W fluorescent lamp

Code Description
E511PIR 270° Surface PIR White

Erhy| |C€
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—PIRDETECTORS —M7F—— —

Description

360° Recessed PIR White

: l « Power source: 220-240V A/C 50-60Hz
; : * Installation height: 2.5mt - 5Smt
! » Time delay: 10+ 5 seconds to 15+ 2 minutes

* Power consumption: <1W
l‘r‘ \ » Detection distance: 360° radius
\/ » Light control: 3 LUX - 1000 LUX
- Rated load: Max 2000W incandescent lamp
+ Max 1000W fluorescent lamp

Code Description
E311PIR | 360° Recessed PIR White
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— PIR DETECTORS

Source Catalogue

Description

180° Stand Alone PIR White/Black

» Power source: 220V-240V AC 50Hz

« Time Setting: 10 sec to 10+ min (adjustable)
» Max Lighting Load: 1000W

» Light Sensitivity: 30 LUX (adjustable)

- Detection Angle: 180

« IP Rating: IP44

 Detection Range: 12mt

Code Description
S180-WH | 180° Stand Alone PIR White
$180-BL | 180° Stand Alone PIR Black
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—PHOTOCELLS — — — — — —

Description

2000W Photocell Kit
10amp Photocell Head only

« IP65 240V 50Hz
+ 10A Max Capacity
* Load: 2000W Tungsten or 2x400W HPS or 1800VA

Code Description

PEC-KIT | 2000W Photocell Kit

PEC-HEAD | 10amp Photocell Head only
Description

240V 2.5Va Mini-Pec

= IP65 240V
* Load 2000W or 2x400W HPS
* 5000 Cycles Life Time

Code Description
MINI-PEC 240V 2.5Va Mini-Pec

pEC KT
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— MICROWAVE SENSORRANGE ——————————————

Description

/ Recessed Microwave Sensor 1200W

) » Power: 220-240V AC

* Reach 2-10mt adjustable

« Frequency: 50/60 Hz

» Time Setting: 8 sec to 12 min

* Rated Load: 1200W (220-240V AC)
« Light Control: 2-2000 LUX

- Detection Angle: 360

\/ * Power consumption approx 0.9W

Code Wattage Lumen Lamp Life Voltage Beam Angle
EMIC REC 1200W N/A N/A 220/240V AC N/A
Description

Surface Mounted Microwave Sensor 1200W

- Power: 220-240V AC
» Reach 2-10mt adjustable
* Frequency: 50/60 Hz
5 » Time Setting: 8 secto 12 min
- Rated Load: 1200W (220-240V AC)
- Light Control: 2-2000 LUX
- Detection Angle: 360°
+ Power consumption approx 0.9W

Code Wattage Lumen Lamp Life Voltage Beam Angle
EMIC SURF 1200W N/A L N/A 220/240V AC| N/A
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— MICROWAVE SENSORRANGE —————————

Description

Microwave Sensor 1200W

« Power: 220-240V AC

» Detection Angle: 360

» Frequency : 50/60 Hz

» Time Setting: 8 sec to 12 min

» Rated Load: 1200W (220-240V AC)
» Light Control: 2-2000 LUX

« Reach 2-10mt adjustable

* Power consumption approx 0.9W

Be

Code Wattage Lumen Lamp Life Voltage Beam Angle
E MICRO | 12000 | N/A | N/A [220/240VAC|  N/A

Code Description
E MICRO IP54 | IP54 Empty Enclosure for E MICRO 11.6 X 5.6 cm

OUTER 31(;:
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—TIMELAGSWITCHES ———

Description

a) &

IP65 Electronic Time Delay Switch

E « Power Source: AC 220-240V 50Hz

» Time Delay 2 secto 2 Hours
* Load: Max 16 Amp

(3 _9 + IP65
* Power: Max 3500W
= Suitable for Indoor / Outdoor Use
Code Wattage Lumen Lamp Life Voltage  Beam Angle
ET-LAG IP65 IMax 3500w | N/A . N/A 220/240V N/A
Description
LED Indoor Time Lag Switch
« Power Source: AC 220-240V 50Hz
) « Time Delay 12 sec to 12 mins
+ Load: Max 1.5 Amp
< IP20
« 5W - 300W
+ Suitable for Incandescent, Fluorescent, LED Lighting
Code Wattage Lumen Lamp Life Voltage Beam Angle
ET-LAG LED | 5-300W | N/A | N/A 220/240V N/A
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—GUT0GROUNDLIGHTS — — ——

Description

GU10 Drive/Walk Over Light

+ All above are complete with a cement sleeve
+ 240V GU10 Ground Light

+ Supplied with 2MT Cable

. |P&67

Code Description
3732 | GU10 Drive/Walk Over Light

Description
GU10 Drive/Walk Over Light SQ

+ All above are complete with a cement sleeve
= 240V GU10 Ground Light

+ Supplied with 2MT Cable

- |P&67

(/) 120MM | [T 138MM | |1 98MM

Code Description
37325Q | GU10 Drive/Walk Over Light SQ
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—GUT0GROUNDLIGHTS —— — —

+ P67

Description

GU10 Asymmetrical Ground Light

+ Complete with a cement sleeve
+ 240V GU10 Ground Light
+ Supplied with 2MT Cable

S Rt
(/) 145MM | |[[] 100MM | | 104MM
Code Description
3739 GU10 Asymmetrical Ground Light
((D\ KO\ f:]\ 2 ) "@\
(=
10000 67 : (D 50000
\Switching Cycle \ IP ) \Compatlb}e) Qnstant Stary \_ LfeTime
TER BOX
OU 6 f" ) ff** o-\ r>80 \
(E res| | 90% Re
e Energy Rendering
ks e arl \_ Saving / \_ Index /
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— 12V LED GROUND LIGHTS — — ————

Description

5 X .6W IP67 30mm Ground Light Kit Blue

\ ¥ s t ¢ 10 X .6W IP67 30mm Ground Light Kit White
S P - 12V DC 0.6W

- IP67
N
(/) 30MM | |[T] 26MM | |{ 1 21MM
(e |
Code Wattage Lumen Lamp Life Voltage Beam Angle
E530-BL bW N/A 50,000 Hrs 12V N/A
E1030-WH 6W N/A 50,000 Hrs 12V | N/A
R & Description
'\.
{ -
\ B 10 X .4W IP67 15MM Pencil Light Kit White
'\‘IE; 12V DC 0.4W Wi
ol . : ith 1mt Cable
- IP67
= Ultra Thin 15mm Dia
SN
) 1sMm | [T 26MM | [0 11MMm
ISP |
Code Wattage Lumen Lamp Life Voltage Beam Angle
E10PEN-WH | 4w | N/A | 50,000Hrs 12V | N/A

[ Boxary | f’d)\ KO\ )l A [@\
(=
OUTEOR Bju \switohing Cycke \ y \Compatrbte) QnstantStay \_ LifeTime /
g530” 10
030. r" ™\ {fi* N & \
B o (o (@
. camphiant Energy Rendea;’ing
Y ’ . \_ Saving / \_Index /
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—LED SPIKESPOTS —— — — — — —

Description
15 LED 240V Wall/Spike Spot Blue/White/Green

* Prewired 2mt cable

« Wall or Spike mounted

« 4.5W Power Consumption
* IP Rating: IP68

Code Wattage Lumen Lamp Life Voltage Beam Angle
500.030LED-BE . AW | 75LM 30,000 Hrs = 240V N/A
500.030LED-WH © AW | 75LM 30,000 Hrs 240V N/A

A (A (M)
O (@] (=
10000

(D 30(8300

oX
uTERP
B

'3 N (~_ N (- g
<E‘r' P 90% 29
! Energy Rendering

\_ e arl \_ Saving / \_ Index /

" e

\Switching Cycle \ |P68 J \Compatib}ej Qnstant Stary \_ LfeTime
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— GU10 SPIKESPOTS —— — — — ————————

Description
GU10 Spike Spot Chrome ¢/w 2mt Cable

* Max 50W

* Prewired 2mt Cable

« |P Rating: IP68

+ Spike or Wall Mounted

Code Wattage Lumen Lamp Life Voltage Beam Angle
500.030-CH 50W | NA | NA 220V N/A
Description

GU10 Spike Spot Black ¢/w 2mt Cable

« Max 50W

- Prewired 2mt Cable

« |P Rating: |IP68

« Spike or Wall Mounted

Code Wattage Lumen Lamp Life Voltage Beam Angle
500.030 50W | N/A | N/A 220V N/A

) X (@ (3 @)
(=
10000 Non : (D 30000
BOX \Switching Cycle/ Dimmable \Compatlb}e) Qnstant Stay \_ LifeTime )
TER
ou 20 i N . 5 s >80 i
<F_;‘T'PI’ 90% Re
o Energy Rendering
R ; J Saving \_ Index /
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— POLYCARBONATE OUTDOOR RANGE
Description

GU10 LED Poly Wall Up/Down Light

« Suitable for GU10 LED Lamps only
(not supplied)

« |IP44 RATED

- Voltage: 220 / 240 V

« Dimensions: UP DN W: 87mm
EXT: 60mm H 158mm

Code Description
SPVC UP/DN GU10 GU10 LED Poly Wall Up/Down Light

Description

GU10 LED PVC Spike Spot IP65

* Pre wired 2mt cable

+ Wall or Spike mounted

« Suitable for GU10 LED lamps only
+ Made from polycarbonate material

Code Description
ESPPVC | GU10 LED PVC Spike Spot IP65

BOX QTY ( (D X ( :] \ (2 \ ( @1 k.
= )
10000|  ta | | == 2 || 30000
- 50X \Switching Cycle/ Dimmable \ Gompatible Qnstant tar’t} \ UfeTime J
ou DH‘15
uPPl 0
ESPVC cpiKE" e % e - N
gsP*° Erp/l | 90% >%0
e Energy Rendgmg
_ \_ J Saving \_ Index /
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—LED GROUND LIGHTS — — — — — — —

Description

15 LED Ground Light 240V White/Blue

D)
- Complete with cement sleeve
- IP65
« LED Wattage 1.2W
\- O] « Diameter: 108mm
» Height: 112mm
* Cut Out: 91mm
Code Wattage Lumen Lamp Life Voltage Beam Angle
3731-WH 1.2W 75LM 30,000 Hrs 240V N/A
3731-BE 1.2W 75LM 30,000 Hrs 240V N/A
Description
O b 6LED 240V Ground Light White/Blue
N
/ - Complete with cement sleeve
v 5 - IP65
« LED Output 4.8W
« Diameter: 63mm
- Height: 74mm
. + Cut Out: 50mm
Code Wattage Lumen Lamp Life Voltage Beam Angle
EHHO2/6-BE 4.8W N/A 30,000 Hrs | 240V N/A
&) (O) @ (d) (&
|P65 10000 Compatible Instgft)Start 30000
ER BOX \ - Switching Cyc\y \_ P Iy Life Time -
ouT 20
373! "o ( Y ek N
02- o >
gHH (F rP, 90% 29 (LED)
e Energy Rendering
\_ e arl Saving _/ \_ Index J
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— LED 240V IP65 DECKLIGHTS —— — — ——

Description

5 LED 240V Round Deck Light

‘: Blue/White/Green/Red
§ = |P65
) * LED Output 0.8W

= Available in Blue, White, Green
« Diameter: 59mm

+ Height: 60mm

« Cut Out: 50mm

Code Wattage Lumen Lamp Life Voltage Beam Angle
ES5LED-BE 0.8W 120LM 30,000 Hrs 240V 1582
E5LED-WH 0.8wW 120LM 30,000 Hrs 240V 15°
ES5LED-GR 0.8wW 120LM 30,000 Hrs | 240V \ 15°

Description

5 LED 240V Square Deck Light Blue/White/Green

- IP&5
« LED QOutput 0.8W
e = Available in Blue, White, Green
« Diameter: 59mm
+ Height: 60mm
« Cut Out: 50mm

Code Wattage Lumen Lamp Life Voltage Beam Angle
ESLEDSQ-BE . 08W | 120LM 30,000 Hrs | 240V 15¢
ESLEDSQ-WH 0.8W | 120LM | 30,000Hrs = 240V 15°
E5LEDSQ-GR 0.8W | 120LM 30,000 Hrs | 240V 15°

BOX QTY = N w B N (2 \ (e )
—_— ol 18] (& [6][9

- @.g%gy% \ |P65 J \Compatib\ej Qnstant Stary \3999.,20 Y,
RB
(E res| | 90% =
e Energy Rendering
\_ J \_ Saving / \_ Index /
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— LED COLOUR CHOICE DECKLIGHT ————————

Description 0000
6 LED Mini LED Light White

= Colour choice - Green, Red, Blue and Amber
Filaments supplied

- IP65

+ LED Output 0.5W

« Available in Cool / Warm White

« Diameter: 40mm

+ Height: 35mm

« Cut Out: 30mm

Code Wattage Lumen Lamp Life Voltage Beam Angle

E6MINI-WH 0.5wW | 90LM 30,000 Hrs| 220/240V 152

E6MINI-WW 0.5wW | 90LM 30,000 Hrsl 220/240V 152
Description o000

12 LED 240V Deck Light

+ Colour Choice Filaments Supplied
« IP65

« Green, Blue, Red and Amber

* LED Output: 1TW

« Complete with Cement Sleeve

+ Diameter: 64mm

+ Height: 60mm

+ Cut Out: 50mm

Code Wattage Lumen Lamp Life Voltage Beam Angle
E12LED Tw 130LM 30,000 Hrs | 220/240V ‘ 15°

d) x Q = @

BOK 51-.91999& Di n?rr?gble Compatible Instant Start 3&9:990
OUTER 50
NI-
geMIN” -
g12-E° 90*| (>80
Ra
Energy Rendering
Saving Index
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—LED GROUND LIGHTS — — — — — — — — —
r Description

2 LED 240V Mini Deck Light Blue/White
< IP65

+ LED OQutput: 0.3W

(/) 40MM

Code

NN =
] 33MM | |{ : 25MM
| e L |
Wattage Lumen Lamp Life Voltage Beam Angle
E2LED-BE 0.3W | 30LM | 30,000 Hrs 240V 5%
E2LED-WH 0.3W | 30LM | 30,000 Hrs 240V 152

9

Switching Cycle
50

10000 X Q
ouTERBY

n
Dimmable

Ef-

w

5

: 30000
Compatible Instant Start Life Time
*k o/ >80
O <E_r'P\( 90%| | Rs
' LT Energy Rendering Jare
_ |P65 v Saving Index
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—LED GROUND LIGHTS —— — — — — ——

Description

39 LED 240V Brick Light White/Blue

- IP68

+ LED OQutput: 3.2W
* Height 61mm

+ Depth 70mm

Code Wattage Lumen Lamp Life Voltage Beam Angle

EBRI-WH 3.2wW 195LM | 30,000 Hrs 240V N/A

EBRI-BL 3.2W 195LM | 30,000 Hrs 240V N/A
196MM 61TMM 70MM

@) (o) (@) (
O (=

(D 30(310

@lgggygy k. P68 ) \ Compatible ) \Instant Start ) \_ LieTime
yTERBO
0 20 {( ™ (** n\ r>80 \
<E r P\{ 9 0 . Ra
campliant Energy Rendering
Y : . \_ Saving / \_Index /
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Description

110 CM E27 Stainless Steel Bollard
65 CM E27 Stainless Steel Bollard

5 - Max 100W
- £ + 110em
o = 65cm
- Stainless Steel
- |P44
Y + Lamp Not Included
Wattage Lumen Lamp Life Voltage Beam Angle
. 100W N/A | N/A | 220 N/A
- 100W NA | N/A 220V N/A
Description
L 65 CM E27 Black Bollard
110 CM E27 Black Bollard
5
o - Max 100W
- 3 + 110cm
3 = 65cm
- |P44
+ Lamp Not Included
‘140 cm ‘14Dcm
Code Wattage Lumen Lamp Life Voltage Beam Angle
BB65 100W | N/A N/A | 220V N/A
BB110 100W N/A N/A | 220V N/A

T (8] (O) (&) [(B)
=
BOX \ |P44 o @l.ggggy \Compatible/ \39e9:m0eoj
INNER
oX
OUTERS (7~ ("ans) (-80 )
65 2 ErP 9045
Energy Rendering
- 8 G J \_ Saving / \_ Index /
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o

- wniADLE CCT pOWNLIGHT P
gLy source
< 3

.I
ource !

mgfelect.com/latest-news/source-catalogue.html

T SFR 5500wy
2 -]
5.5w

.r
source
Co

B SFR 5. 5wy cy
B SFR 5.5W.nc.cry

source f
)

TP DmeAB £ e Doy

Soure

112/157




11/28/22, 1:00 PM Source Catalogue

Weather Proof Sockets - 112

IP66 Outdoor Switches - 115

IP54 Qutdoor Switch - 116

IP66 Bell Switch - 117

IP65 Empty Weather Proof Boxes - 118
LED Dimmers - 119

Room/Frost stats - 120

Converter Sockets - 121

Distribution Boxes - 122
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— WEATHER PROOF SOCKETS

Description

1 Gang Qutdoor Socket IP66
2 Gang Outdoor Socket IP66

+ BS approved switched socket included

+ Suitable for mounting on flammable surfaces

+ IP66 Corrosion resistant polycarbonate
construction

Code Description
EOD1G | 1 Gang Outdoor Socket IPé6
EOD2G | 2 Gang Outdoor Socket P66
T ccips|
!
IP56 IP66

X
TER B0
"o

ErP

compliant

V(&
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— WEATHER PROOF SOCKETS

Description

2 Gang Outdoor Socket |IP66 Clear Lid ONLY

Code Description

EOD2GCL | 2 Gang Outdoor Socket IP66 Clear Lid ONLY

ErP

compliant

v (4
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— WEATHER PROOF SOCKETS ————————

Description

1 Gang 13A Fused Spur Qutdoor

Code Description
EODSPUR 1 Gang 13A Fused Spur Outdoor

Description
2 Gang RCD IP66 Socket

+ BS approved switched socket included

» Suitable for mounting on flammable surfaces

+ IP66 Corrosion resistant polycarbonate
construction

» Non Latching RCD

Code Description
EODRCD 2 Gang RCD IP66 Socket

° RENE
IP66 )
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— 1IP66 OUTDOOR SWITCHES

Description
1 Gang 2-way Outdoor IP66 Switch

+ Complete with Neon
+ 20 Amp Switch

« IP66
®
Code Description
EOD1G2W 1 Gang 2-way Outdoor |IP66 Switch
Description

2 Gang 2-way Outdoor IP66 Switch

+ Complete with Neon
+ 20 Amp Switch

+ IP66
Code Description
EOD2G2W 2 Gang 2-way Outdoor |P66 Switch

X
TER BO
ou =

IP66 :

mgfelect.com/latest-news/source-catalogue.html 117/157



11/28/22, 1:00 PM

&
{

4

source

Source Catalogue

— IP54 OUTDOOR SWITCH

Code

EIP551G2W
EIP552G2W
EIPS53G2W
EIP554G2W

X
TER BO
ou 100

Description

IP54 2 Way 16Amp Switches

Description

IP54 1 Gang 2-way 16Amp Switch
IP54 2 Gang 2-way 16Amp Switch
IP54 3 Gang 2-way 16Amp Switch
IP54 4 Gang 2-way 16Amp Switch

P54

ErP

compliant
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— IP66 BELL SWITCH
Description
S 4
Bell Push Complete with Base
« Complete with Neon IP66
@ L)
/"-__'\_
Code Description
EOD BELL Bell Push Complete with Base

Description

10 AMP Intermediate Module For EOD Switches

Code Description
EODIM 10 AMP Intermediate Module For EOD Switches

ErP

compliant

1P66
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— IP65 EMPTY WEATHER PROOFBOXES ———————
Description

IP65 2 Gang Empty Box

- -
Code Description
EOD2GEMP IP65 2 Gang Empty Box
Description
IP65 1 Gang Empty Box
Code Description
EOD1GEMP IP65 1 Gang Empty Box

TERBOX
ou 0
L) (exx @

1P65
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Code Description
SLED DIM | 1 GANG 10x5W GU10 LED Dimmer
Code Description
SLED2G DIM 2 GANG 10x5W GU10 LED Dimmer

Description

- Voltage: 200-250V AC

» Halogen

» Lamp Low Voltage 12V 35-350W

* Load Ratings: Max / Min

- Dimmable LED: 5-50W

* Tungsten Lamp 60-400W

+ Dimmable CFL: 10-100W

- Type Leading Edge

» Halogen Lamp Mains Voltage 50-400W

Code Description
SLEDMOD DIM LED Dimmer Module

% % 2
| ]| ¢

\Dimmable) \Cmmpatiblej \Instant Star’tj
o

D pDIM- "o
SLED! DI SLEDD - 10
2GP™" 9 EDzG - 200 © g e s ™\ f ™\ e
SLEPZ o0 - SLEL oD o >
= Q0| (o) (B D
Energy Rendering

\_ Saving / \_ Index J \ , \_ J
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— ROOM/FROSTSTATS —— — — —

Description

+ 10 Amp 230/240V Room Stat
« Control of Heating & Cooling Applications
o + Temp Range 10°C to 35°C
— . WiIIIP:it 1 gang Box
\

Code Description
ETST 10 Amp 230/240V Thermostat

Description

o « Control of Heating & Cooling Applications
7=, « Temp Range -5° C to 15° C
= Will Fit 1 Gang Box

(eciose

—

Code Description
EESIIN 10 Amp 230/240V Frost Stat

X
TER B
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— CONVERTER SOCKETS —— — — —

Description
(e - « Polycarbonate Material
;I S m « Complies to BS1363
st 1 .
T »
it i)

Code Description
KC2SL 1-2 Gang Converter Sockets
KC3SL 1-3 Gang Converter Sockets

OUTER B0y OUTER B
KGNZSL BOX KG:;SLBOX

E“ELE
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— DISTRIBUTIONBOXES ——— ——

Description

+ IP65 Rated

* Transparent Cover

+ All the Below Supplied with Earth & Neutral
Connections

Code Description

EDB6504 IP65 4Mod Distribution Box
EDBA508 ' IP65 8Mod Distribution Box
EDB6512 | IP65 12Mod Distribution Box
EDB6518 IP65 18Mod Distribution Box
EDB6524 IP65 24Mod Distribution Box

b UTER BOX
EDBESCA 5,
gnB65% "5
gDB65'2 0
B6s1 "5
e sl
1P65
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Smoke Alarm - 124

Heat Alarm & Base - 125

Carbon Monoxide Detector - 126
IP65 LED Fittings - 127

IP65 CCT LED Fitting - 129

LED IP65 Ceiling Lights - 131

LED Ribbon Light - 132

Interior Lighting - 133

Shaver Lights - 134
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SGD1236
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240V Photoelectric Smoke Alarm With Battery
Back Up

Hush Feature

Photoelectric Sensor for Slow Smoldering fires
Power-up by AC Quick Connector

9V Battery (Included) Back up

Continuous to operate when house power fails
Interconnectable with wires (up to 20 units)
Easy to install with mounting hardware included
Alarm Source indicator

Low 85dB alarm signal

Low battery signal

Operating light

240V Photoelectric Smoke Alarm With Battery Back Up

126/157
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240V Heat Alarm with Battery Back-up

Interconnectable with wires(up to 20 units)
Easy to install with mounting hardware included
Power-up by AC Quick Connector (3 PIN Plug-in)
/ 9 Volt Battery (included) Back-up

Continuous to operate when house power fails

g |

7 Ideal for areas where smoke alarms cannot be
~ used such as Kitchen, Garages, attics
Operating Light
Low Battery signal
Anti-Tamper Lock
Loud 85dB Alarm Signal

E240VHD 240V Heat Alarm with Battery Back-up
VST-BASE Surface Base for Heat Alarm/Optical Smoke
p-50 100
g240V" 4 ysT-BASE s
- E-
VH AS
. 240

‘ VST'B
-]
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240V AC Carbon Monoxide Alarm with 9V
Battery Back Up interlink able

AC/DC Operated Carbon Monoxide alarm
Alarm and AC Power supply indicator
Low battery & battery missing warning sound
Self-test button

Auto-hush function when CO is Clear
Fitting and battery tamper-resist feature
Easy installation

Loud 85dB alarm signal

9VDC battery power for backup

CE Approved

Warranty of 5 Years

Tested to: BS EN50291-1:2010+A1:2012
License No: KM 651575

E240CARB 240V AC Carbon Monoxide Alarm with 9V Battery Back Up interlink able

12

48
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16W LED 1150LM Ceiling Light White

Power: 220-240VAC Working Temp -20°C - +55°C
Rated: 16W LED Luminous Flux: 1150LM
LED 30 PCS SMD5730 - IP65

S16WLED-WH 16W 1150LM | 30,000 Hrs | 220/240V AC N/A
/ >
f W\
l’ g - e
5 2 . ‘ ) 16W LED 1150LM CCT Emergency Light
*T TR
© Wattage: 16W LED
L] o

Lumen Output: 1150LM
Complete LED fitting with EM Battery
IP65

S16WLEDEM-WH 16W 1150LM | 30,000 Hrs = 220/240V AC N/A

=1

%

®1800K @ 7000 K l

1 0000 |P65 30000 Energy Rendering

Switching Cycle Compatible Instant Start Life Time Saving Index
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16W LED 1150LM
MICRQ SENS Ceiling Light

Power: 220-240VAC Detection Angle 360°

LED 30 PCS SMD5730 Rated: 16W LED

Luminous Flux: 1150LM Working Temp -20°C - +55°C
Time Setting: 10s - 1T0Min Adjustable IP65

Light Control: day 10LUX - 50LUX Adjustable
Detection Range: 3mt - 10mt (radii) Adjustable

S16WLEDSENS-WH 16W 1150LM | 30,000 Hrs |220/240V AC N/A
il 16W LED 1150LM MICRO SENS with EMER
A Power: 220-240VAC Detection Angle 360°
5% - o 1 @ 2 LED 30 PCS SMD5730 Rated: 16W LED
R Luminous Flux: 1150LM Working Temp -20°C - +55°C
. & X o Time Setting: 10s - 10Min Adjustable IP65
(\ / 1 Light Control: day 10LUX - 50LUX Adjustable

Detection Range: 3mt - 10mt (radii) Adjustable

S16WLEDEMSENS-WH 16W 1150LM 30,000 Hrs | 220/240V AC N/A
@318 mm
=
s )
M ) 10

G L
®1800K @ 7000 K '

1 0000 |P65 30000 Energy Rendering

Switching Cycle Compatible Instant Start Life Time Saving Index
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S16WCCT 16W LED 1150LM CC

Material: Polycarbonate Body

IP Rating: IP65

Lumen: 1150LM

CCT: 3000(WW) 4000(NW) & 6000(CW)

S16WCCT 16W 1150LM | 30,000 Hrs 240V N/A

@318 mm

10

1 0000 |P65 30000 Energy Rendering

Switching Cydle Compatible Instant Start Life Time Saving Index
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OW LED IPé5 Ceiling Lights

9W LED 900LM 4000K
9W LED 900LM EMERGENCY 4000K
9W LED 900LM SENSOR 4000K

IP Rating: IP65
SOWLED-WH oW Q00LM 30,000 Hrs 240V N/A
SOWLED EM-WH oW Q00LM 30,000 Hrs 240V N/A
SOWLEDSENS-WH oW Q00LM 30,000 Hrs 240V N/A
@270 mm 5=
| | E 10
[ ] L I
30000 { 1p65 |{ compatsie | mstan etat ) | 39000 eney || Renderig

mgfelect.com/latest-news/source-catalogue.html 132/157



11/28/22, 1:00 PM Source Catalogue

e
source @

60W LED Ribbon Light

24W LED Ribbon Light

< 3 Yr. Warranty
Dy IP Rating: IP65
Complete with LED Driver
Available in both Warm White and Cool White
IP65 24W 5 Meter C/W 30W Driver
IP65 14.4W 5 Meter C/W 60W Driver
5mt Length
RGB 5W CW 30W Driver and Remote Controller

S-RIB 5M 14W-WW/CW 60W 2400LM | 30,000 Hrs 12v 120°
S-RIB 5M 5W-WW/CW 24W 1400LM | 30,000 Hrs 12v 120°
S-RIB 5M 5WRGB 24W 1400LM | 30,000 Hrs 12v 120°
E60WLED-DRIVER 60W LED Driver

SRIBCON Ribbon Light connection kit

;,.ggg& |P65 Compatible Instant Start qumoeo
20
%‘ Energy Rendering
Saving Index
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60W Bathroom Globe c/w Prewired Lamp holder
100W Bathroom Globe c/w Prewired Lamp holder

IP Rating: P44

Prewired Porcelain Lamp holder
B22 Lamp Holder

Gé60 Max 60W

G100 Max 100W

G60 60W Bathroom Globe c/w Prewired Lamp holder
G100 100W Bathroom Globe c/w Prewired Lamp holder
G60- 1162
iy G100°
P44
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7W 700LM 4000K dual voltage shaver light white

Power: 7W 100-240V 50/60HZ
Lumen: 700 LM

4000K Colour Temp

3Yr. Guarantee

IP20

Available In Chrome, White Finish

SDVSL-LED-WH W 700LM 30,000 Hrs | 100/240 V N/A

® ®70 !
10000 30000 E Rend
P20 Switching Cycle | | Compatible | | Instant Start Life Time S;ﬁ(ﬁ; Vi
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7W 700LM 4000K dual voltage shaver light chrome

z Power: 7W 100-240V 50/60HZ

V Lumen: 700 LM
4000K Colour Temp
3 Yr. Guarantee

P20
Available In Chrome, White Finish

SDVSL-LED-CH W 700LM 30,000 Hrs | 100/240 V N/A

.
mm
=l g S ia
91800 K @7000 K

1 0000 30000 Energy Rendering

|P20 Switching Cycle Compatible Instant Start Life Time Saving Index

mgfelect.com/latest-news/source-catalogue.html 136/157



11/28/22, 1:00 PM Source Catalogue

IP55 Junction Boxes - 137
IP65 Terminal Junction Boxes - 138

Electrical Accessories - 140
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— IP35 JUNCTION BOXES

(0

Code

ESQB3-PL
ESQB4-PL
ESQB5-PL
ERB 70x40
ESQB2
ESQB3

@

Description

IP55 Box 105mm x 105mm x 55mm Plain
IP55 Box 150mm x 110mm x 70mm Plain
IP55 Box 190mm x 140mm x 70mm Plain
Round Junction Box c/w Knockouts

P55

IP55 80mm x 80mm x 40mm c/w Knockouts

IP55 105mm x 105mm x 55mm c/w Knockouts & Screw Lid

X
. QUTERES . ourERE
E%%B 4pL-50 %% gL~ %
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— IP65 TERMINAL JUNCTION BOXES

Code

EJBS1-GR
EJBS1-BL
EJBS2-GR
EJBS2-BL

)I

Description

Q0mm x 90mm x 47mm IP65 Junction Box

20mm x 90mm x 47mm |P65 Junction Box Black
111Tmm x 111Tmm x 60mm IP65 Junction Box
111mm x 11 1Tmm x 60mm IP65 Junction Box Black

- |NNE R BOX
EJBS2: %)
ouTER”
gJe%
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Description

+ Both Supplied with Strip Connectors

é

P65

+ Both are Complete with Fast Mounting Clip

» Both have Threaded Knockouts

+ IP65
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— IP65 TERMINAL JUNCTION BOXES

Description O
P IP65
@
L J « All Supplied with Terminals
» Heavy Duty Polycarbonate Body
, » Supplied with Non-Corrosive Screw
!
%}. ©
Code Description
JB902 IP65 88mm x 88mm Box
JB204 IP65 98mm x 28mm x 61mm Box
JB?06 P65 139mm x 119mm x 70mm Box
JB910 IP65 167mm x 125mm x 82mm Box
JB925 P65 200mm x 160mm x 98mm Box

ouTER B

JB90%” BOX

904" OUTEE "5
: 925

JB9'1’S 50 J

J8o
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— ELECTRICAL ACCESSORIES ————————————

Code Description
ECO-BOX Eclipse PVC Coffin Box c/w Porcelain Connector

\ _' —~—
-
y’
Code Description
EBO-BOX Eclipse 2x2 PVC Box c/w Strip Connector

X oX
TER BO TERB
Egg BOX . 240 Egg Box _100
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Code

GZ/LH
GU10LHBR

~O
O

)

Code

LV/RGT
SL-GZRET

Description

GZ10 150mm Lamp Holder
GU10 Lamp Holder with Bracket

OO
OO

Description

Retention Clip for 12V Downlight
Retention Clip for SL GU10 Downlight

OUTE /

GzH”
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Festoon Lighting - 143

LED String Lighting - 144

Neon Rope Light - 146

LED Rope Light - 147

LED Icicle Lighting - 148

LED Curtain Lighting - 148

24V String Lighting - 149

LED String Light White Cable - 150
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—FESTOONLIGHTING —Mm———

Description

+ MAX 5 10M/2 25M Sets can be connected
+ 240v

» Easy Coupler Connections

* Rubber Cable

« IP44

* Harness Supplied Less Lamps

Code Description
SFES10M 10M E27 Interlinkable Festoon 50em Spacing Black
SFES25M 25M E27 Interlinkable Festoon 50cm Spacing Black
©  SE27GOLF-WW LED.85W E27 Golf Ball Warm White
s  SE27GOLF-WH LED.85W E27 Golf Ball White
\ SE27GOLF-BE LED.85W E27 Golf Ball Blue
SE27GOLF-GR LED.85W E27 Golf Ball Green p
SE27GOLF-YW LED.85W E27 Golf Ball Yellow '
SE27GOLF-RD LED.85W E27 Golf Ball Red
) () (A (B
=l | | O
X 31,9139& Compatible Instant Start qumoeo
0Ug:1%:?4 oS 9 Cyee/ s -/ \N o’ . vy
G ’C‘ 90+ (80 ) (3
E‘sl—:'ﬂ ErF Ra
i Energy Rendering
\ ) \lsaving J  \Uindex J P
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—LED STRINGLIGHTING —

Description

320 LED String Light Clear/Blue/Red/Warm White
320 LED 25mt Multi Colour with Controller

» Max Sets 4 Off 1 13A Plug
* Voltage: 220-240V
+ Easy Coupler Connections

Code Description
E320LED-WH 320 LED String Light Clear
E320LED-BE 320 LED String Light Blue
E320LED-RD 320 LED String Light Red
E320LED-WW 320 LED String Light Warm White
=~ E320LED-CC+CON 320 LED 25MT Multi Colour with Controller

O Al [ D
(= (})
10000 _ - Ty
Switching Cycle Compatible Instant Start Life Time
oX
OUTER®
4 *k
| ey (90| (80 L0
compliant Energy Rendering
. Saving Index
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—LED STRINGLIGHTING —m

Description

120 LED String
Warm White/Clear/Blue/Red

120 LED 12.5mt Multi Colour with Controller

= Max 4 Sets can be connected
* Voltage: 220-240V

« Easy Coupler Connections SN
Code Description
E120LED-WW 120 LED String Warm White
E120LED-WH 120 LED String Light Clear
E120LED-BE 120 LED String Light Blue
E120LED-RD 120 LED String Light Red
= E120LED-CC+CON 120 LED 12.5MT Multi Colour with Controller
\ v
/
& 5
= )
10000 : - 30000
Switching Cycle Compatible Instant Start Life Time
X
ouTER B
*k
o >
| o5/ [90% (89 D
%‘ S Energy Rendering
. Saving Index
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— NEON ROPE LIGHT

Description

45mt Rope Light
Clear/Red/Blue/Green/Yellow

» Can be cut every 1.5mt
= Accessories Available

» Complete with 3 BS Plugs, End caps,
Connectors

Wy

Description
WH-RL 45M Clear Rope Light
RD-RL 45M Red Rope Light
BL-RL 45M Blue Rope Light
GR-RL 45M Green Rope Light
=  YL-RL 45M Yellow Rope Light
\ y
/
) (N (A) (B
= 0
10000 ; J 30000
\gwitching Cycle/ \Compaﬂb\ej \Inmam Stan/ \_ LifeTime
oX
TERB
oUTH] ' % P % T "
ErP 90* >§q0
a
h‘ e Ensrgy Rendeting P
\_ 3 J \_ Saving / \_ Index J
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—LEDROPELIGHT —m———

Description

50mt LED Rope Light
White/Warm White/Blue/Red

» Can be cut every 1.5mt
= Accessories Available
» Complete with 3 BS Plugs, End caps,

Connectors
Y
Code Description
RL-WHLED 50M LED Rope Light White \
RL-WWLED 50M LED Rope Light Warm White
RL-BELED 50M LED Rope Light Blue
RL-RDLED 50M LED Rope Light Red
\ J
'
BOX QTY = [ AL
| __Boxary | M ©
10000 | = ® 30000
Switching Cycle, Compatible Insta.m Start Life Time
BOX
UTER
0 1 . . >80
' ErP 90| | R [ LeD]
S Energy Rendering
r Saving Index

mgfelect.com/latest-news/source-catalogue.html 148/157



11/28/22, 1:00 PM Source Catalogue

[

source &
=

—LEDICICLELIGHTING ——

Description
5mt 80 LED Icicle Light Warm White/Cool White
» Max 12 Sets can be connected

+ 220-240V 8.8W
+ Easy Coupler Connections

’ %,
Code Description

E5M80LEDICE-WW 5mt 80LED Icicle Light Warm White
E5M80LEDICE-CW 5mt 80LED Icicle Light Cool White

—LED CURTAINLIGHTING —Mm

Description

2mt x 2mt Square Curtain 500 LED
White/Blue/Warm White

Code Description

ECURT2X2-WH 2mt X 2mt Square Curtain 500 LED White
ECURT2X2-BE 2mt X 2mt Square Curtain 500 LED Blue
ECURT2X2-WW 2mt X 2mt Square Curtain 500 LED Warm White

O Al [ D
: c»
10000 _ ® | |s0000
’ Switching Cycle Compatible Instant Start Life Time
BO
OUTER "0
o -
E5M8 T. 2 *k =
gcUR ErP 90% %ao
compliant Energy Rendering
. Saving Index
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— 24V STRINGLIGHTING —F— —— ——

Description

320 Light 24V 25.6mt String Light White/Blue

<,

Code Description

LED-PL-320-25.6M-24V-W 320 Light 24V 25.6mt String Light White
LED-PL-320-25.6M-24V-B 320 Light 24V 25.6mt String Light Blue )

/
% — 24V STRINGLIGHTING — — — — — —

\ | Description

24V 320 Head 25M LED String Light 4

» Max 2 Sets Can be connected

. 24V
» Easy Coupler System
- P44
Code Description
E32024V-WH 24V 320 Head 25M LED String Light White
E32024V-WW 24V 320 Head 25M LED String Light Warm White
| . S
_ O lla| || |[.O
10000 ; - 30000
Switching Cycle, Compatible Instant Start Life Time
BOX
uTER
0 10 . i >80
ErP 90% 16
S Energy Rendering
r Saving Index
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— LED STRING LIGHT WHITECABLE ———————————

Description
, 120 LED White Cable 12.5mt String Light
R b ' P White/Blue
\":{Q\i} i ‘ 120 LED White Cable 25mt String Light
== White/Blue
L
\ N/ 2X2mt White Cable Square Curtain 500 LED ‘
N White A
Code Description
EWC120LED-WH 120 LED White Cable 12.5mt String Light White
EWC120LED-BL 120 LED White Cable 12.5mt String Light Blue
EWC320LED-WH 320 LED White Cable 25mt String Light White
EWC320LED-BL 320 LED White Cable 25mt String Light Blue
= EWCCURT-WH 2X2mt White Cable Square Curtain 500 LED White

) &

(b " (i) N (" ecs
10000 ’ 30000

\Switching Cycle/ \Insiam Siar‘tj \_ LifeTime J

20- Coe I & N 7 N 7 ~
- A 90| (>80
e e (e
Energy Rendering
\_ Saving / \_ Index J . ) J \_ J
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— LAMP TEMPERATURE

Every light source has two distinct elements:
1) Brightness which is measured in lumens; this is the measure of the amount of light that is
omitted from the product.

2) Colour temperature which is measured in kelvin and indicates how warm or cool the light is.
Warmer lamps/LEDs have low kelvin numbers, cooler lamps/LEDs have high kelvin numbers.

WARM White COOL White DAYLIGHT White

1000 2000 3000 4000 5000 6000 7000 8000

& | Warmer whites are generally preferred for
creating a more relaxed environment dining, living
or reception areas.

Cool white is a good choice for retail and office
environments where a simulated natural, outdoor
light is preferred. Use in modern contemporary
kitchens and bathrcoms to complement the décor.

Perfect for industrial and healthcare applications

_— =Sl | where the most natural light is required.
DAYLIGHT ——

Finding your LED Equivalent

LED 3W 5W W oW 12W
INCANDESCENT 25W 40W S0W 75W 100W
HALOGEN 18W 28W 42w 55W 70W
LUMENS 200 400 600 800 1000

CFL S5W 8W 12W 15W 20W
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— INGRESS PROTECTION (IPRATING) —————————

Understanding IP Ratings:

Each light within our brochure has been given an appropriate IP rating; this relates to the degree
of protection the light provides against solid objects and water ingress. IP ratings are relevant to
anywhere that moisture is prevalent, such as bathrooms, utility rooms and exterior environments.

Written as IPxx, the first x defines the level of protection offered from dust; the second x defines
the level of protection offered from moisture. The higher the numbers are, the better the protection

will be.

INGRESS PROTECTION

MOISTURE

Protected against vertical falling drops

Protected against a solid object
of water. Limited ingress permitted.

greater than 50mm such as a hand.

Protected against vertical falling drops
of water with enclosure tilted up to 15
degrees from the vertical.
Limited ingress permitted.

Protected against a solid object
greater than 12.5mm such as a finger.

Protected against a solid object
greater than 2.5mm such as a
screwdriver.

Protected against a solid object
greater than 1mm such as a wire.

Dust protected. Limited ingress of
dust permitted. Will not interfere with
operation of the equipment.

Dust tight. No ingress of dust.

mgfelect.com/latest-news/source-catalogue.html
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Protected against sprays of water up
to 60 degrees from the vertical.
Limited ingress permitted.

Protected against water splashes from
all directions. Limited ingress
permitted.

Protected against jets of water.
Limited ingress permitted.

Protected against powerful jets of
water. Limited ingress permitted.

Watertight against the effects of
immersion in water between 15cm
and 1m for 30 minutes

Watertight against the effects of
immersion in water under pressure for
long periods
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— CHOOSE THE RIGHT IP RATING FOR YOUR LOCATION —

In most installations products with a rating of IP44 Are suitable for the majority of locations.
In certain circumstances a lower or higher rating can be used.

Example:
Products fitted in porches or recessed in soffits, a product with a rating of IP23 can be used as the
product will receive protection from the property.
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—TERMS & CONDITIONS —MmF——————

1. Returns

No goods will be accepted for return by SGD unless previously authorised in writing and a returns number
has been issued. Any goods returned without an SGD returns number will be refused. Please contact the
office on +353 1 8357447 or via email info@sgd.ie

2. Payment

Strictly 60 days following Month End on all approved accounts unless otherwise stated. Failure to pay
within the agreed terms without prejudice to any of the seller’s rights may result in suspension of deliveries
of any goods to the buyer. We also reserve the right to forward your account to third party to commence
with legal action.

3. Carriage

* All UK orders under £150 will be charged carriage at a cost of £15.00; orders over this value will be
delivered FOC.

e All NI orders under £200 will be charged carriage at a cost of £9.50; orders over this value will be
delivered FOC.

* All ROI orders under €300 will be charged carriage at a cost of £13.50; orders over this value will be
delivered FOC.

4. Proof of Delivery
Our courier companies hold proof of delivery records for three months, therefore we cannot process
claims for POD’s later than three months from the date of invoice.

5. Damage Or Loss In Transit

In the event of goods being lost/short delivered or damaged in transit SGD must be informed in writing
within 2 working days from the date of delivery. SGD must be notified in writing of the particulars of this,
in order to validate a claim, quoting the picking list number.

6. Ownership

Ownership of all goods supplied not withstanding delivery to the purchaser shall remain the property
of SGD Ltd until full payment has been received for the goods. In the event of a default in payment the
company reserves the right to repossess the goods without final notice.

7. Faulty Goods
In the event that goods that have been supplied by SGD are deemed to be faulty, SGD shall replace these
free of charge. SGD shall not be liable for any secondary costs incurred.

8. Dimensions
Although every care has been taken with the dimensions, SGD can not be held responsible for any
discrepancies.
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